
FLANGES

▪ ASME/ANSI B16.5 Blind Flange

Class 150/300/400/600/900/1500/2500

▪ ASME B16.47 Series A Blind Flange

Class 150/300/400/600/900

▪ ASME B16.47 Series B Blind Flange

Class 75/150/300/400/600/900

▪ AWWA C207-07 Blind Flanges

Class B/D/E/F

▪ Blind Flange

DIN 2527
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ANSI/ASME B16.5 Blind Flange

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

1/2 3.50 0.44 1.38 1 2.38 4 0.63

3/4 3.88 0.50 1.69 2 2.75 4 0.63

1 4.25 0.56 2.00 2 3.13 4 0.63

1 1/4 4.63 0.63 2.50 3 3.50 4 0.63

1 1/2 5.00 0.69 2.88 4 3.88 4 0.63

2 6.00 0.75 3.63 5 4.75 4 0.75

2 1/2 7.00 0.88 4.13 7 5.50 4 0.75

3 7.50 0.94 5.00 9 6.00 4 0.75

3 1/2 8.50 0.94 5.50 13 7.00 8 0.75

4 9.00 0.94 6.19 17 7.50 8 0.75

5 10.00 0.94 7.31 20 8.50 8 0.88

6 11.00 1.00 8.50 26 9.50 8 0.88

8 13.50 1.13 10.63 45 11.75 8 0.88

10 16.00 1.19 12.75 70 14.25 12 1.00

12 19.00 1.25 15.00 110 17.00 12 1.00

14 21.00 1.38 16.25 140 18.75 12 1.13

16 23.50 1.44 18.50 180 21.25 16 1.13

18 25.00 1.56 21.00 220 22.75 16 1.25

20 27.50 1.69 23.00 285 25.00 20 1.25

22 29.50 1.81 25.25 355 27.25 20 1.38

24 32.00 1.88 27.25 430 29.50 20 1.38

Class 150

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished

with a 1/16" raised face unless
otherwise specified.

▪ Flat face option available.



ANSI/ASME B16.5 Blind Flange

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

1/2 3.75 0.56 1.38 2 2.63 4 0.63

3/4 4.63 0.63 1.69 3 3.25 4 0.75

1 4.88 0.69 2.00 3 3.50 4 0.75

1 1/4 5.25 0.75 2.50 4 3.88 4 0.75

1 1/2 6.13 0.81 2.88 6 4.50 4 0.88

2 6.50 0.88 3.63 8 5.00 8 0.75

2 1/2 7.50 1.00 4.13 12 5.88 8 0.88

3 8.25 1.13 5.00 16 6.63 8 0.88

3 1/2 9.00 1.19 5.50 21 7.25 8 0.88

4 10.00 1.25 6.19 27 7.88 8 0.88

5 11.00 1.38 7.31 35 9.25 8 0.88

6 12.50 1.44 8.50 50 10.63 12 0.88

8 15.00 1.63 10.63 81 13.00 12 1.00

10 17.50 1.88 12.75 124 15.25 16 1.13

12 20.50 2.00 15.00 185 17.75 16 1.25

14 23.00 2.13 16.25 250 20.25 20 1.25

16 25.50 2.25 18.50 295 22.50 20 1.38

18 28.00 2.38 21.00 395 24.75 24 1.38

20 30.50 2.50 23.00 505 27.00 24 1.38

22 33.00 2.63 25.25 640 29.25 24 1.63

24 36.00 2.75 27.25 790 32.00 24 1.63

Class 300

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished

with a 1/16" raised face unless
otherwise specified.

▪ Flat face option available.



ANSI/ASME B16.5 Blind Flange

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

1/2 3.75 0.56 1.38 2.00 2.63 4 0.63

3/4 4.63 0.63 1.69 3.00 3.25 4 0.75

1 4.88 0.69 2.00 4.00 3.50 4 0.75

1 1/4 5.25 0.81 2.50 5.00 3.88 4 0.75

1 1/2 6.13 0.88 2.88 8.00 4.50 4 0.88

2 6.50 1.00 3.63 10.00 5.00 8 0.75

2 1/2 7.50 1.13 4.13 15.00 5.88 8 0.88

3 8.25 1.25 5.00 20.00 6.63 8 0.88

3 1/2 9.00 1.38 5.50 29.00 7.25 8 1.00

4 10.00 1.38 6.19 33.00 7.88 8 1.00

5 11.00 1.50 7.31 44.00 9.25 8 1.00

6 12.50 1.63 8.50 61.00 10.63 12 1.00

8 15.00 1.88 10.63 100.00 13.00 12 1.13

10 17.50 2.13 12.75 155.00 15.25 16 1.25

12 20.50 2.25 15.00 225.00 17.75 16 1.38

14 23.00 2.38 16.25 290.00 20.25 20 1.38

16 25.50 2.50 18.50 370.00 22.50 20 1.50

18 28.00 2.63 21.00 455.00 24.75 24 1.50

20 30.50 2.75 23.00 587.00 27.00 24 1.63

22 33.00 2.88 25.25 720.00 29.25 24 1.75

24 36.00 3.00 27.25 890.00 32.00 24 1.88

Class 400

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished

with a 1/16" raised face unless
otherwise specified.

▪ Flat face option available.



ANSI/ASME B16.5 Blind Flange

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

1/2 3.75 0.56 1.38 2 2.63 4 0.63

3/4 4.63 0.63 1.69 3 3.25 4 0.75

1 4.88 0.69 2.00 4 3.50 4 0.75

1 1/4 5.25 0.81 2.50 5 3.88 4 0.75

1 1/2 6.13 0.88 2.88 8 4.50 4 0.88

2 6.50 1.00 3.63 10 5.00 8 0.75

2 1/2 7.50 1.13 4.13 15 5.88 8 0.88

3 8.25 1.25 5.00 20 6.63 8 0.88

3 1/2 9.00 1.38 5.50 29 7.25 8 1.00

4 10.75 1.50 6.19 41 8.50 8 1.00

5 13.00 1.75 7.31 68 10.50 8 1.13

6 14.00 1.88 8.50 86 11.50 12 1.13

8 16.50 2.19 10.63 140 13.75 12 1.25

10 20.00 2.50 12.75 230 17.00 16 1.38

12 22.00 2.63 15.00 295 19.25 20 1.38

14 23.75 2.75 16.25 355 20.75 20 1.50

16 27.00 3.00 18.50 495 23.75 20 1.63

18 29.25 3.25 21.00 630 25.75 20 1.75

20 32.00 3.50 23.00 810 28.50 24 1.75

22 34.25 3.75 25.25 1000 30.63 24 1.88

24 37.00 4.00 27.25 1250 33.00 24 2.00

Class 600

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished

with a 1/16" raised face unless
otherwise specified.

▪ Flat face option available.



ANSI/ASME B16.5 Blind Flange

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

1/2 4.75 0.88 1.38 4 3.25 4 0.88

3/4 5.13 1.00 1.69 6 3.50 4 0.88

1 5.88 1.13 2.00 8 4.00 4 1.00

1 1/4 6.25 1.13 2.50 9 4.38 4 1.00

1 1/2 7.00 1.25 2.88 13 4.88 4 1.13

2 8.50 1.50 3.63 25 6.50 8 1.00

2 1/2 9.63 1.63 4.13 35 7.50 8 1.13

3 9.50 1.50 5.00 29 7.50 8 1.00

4 11.50 1.75 6.19 54 9.25 8 1.25

5 13.75 2.00 7.31 87 11.00 8 1.38

6 15.00 2.19 8.50 115 12.50 12 1.25

8 18.50 2.50 10.63 200 15.50 12 1.50

10 21.50 2.75 12.75 290 18.50 16 1.50

12 24.00 3.13 15.00 415 21.00 20 1.50

14 25.25 3.38 16.25 520 22.00 20 1.63

16 27.75 3.50 18.50 600 24.25 20 1.75

18 31.00 4.00 21.00 850 27.00 20 2.00

20 33.75 4.25 23.00 1075 29.50 20 2.13

24 41.00 5.50 27.25 2025 35.50 20 2.63

Class 900

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished

with a 1/16" raised face unless
otherwise specified.

▪ Flat face option available.



ANSI/ASME B16.5 Blind Flange

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

1/2 4.75 0.88 1.38 4 3.25 4 0.88

3/4 5.13 1.00 1.69 6 3.50 4 0.88

1 5.88 1.13 2.00 8 4.00 4 1.00

1 1/4 6.25 1.13 2.50 9 4.38 4 1.00

1 1/2 7.00 1.25 2.88 13 4.88 4 1.13

2 8.50 1.50 3.63 25 6.50 8 1.00

2 1/2 9.63 1.63 4.13 35 7.50 8 1.13

3 10.50 1.88 5.00 48 8.00 8 1.25

4 12.25 2.13 6.19 73 9.50 8 1.38

5 14.75 2.88 7.31 140 11.50 8 1.63

6 15.50 3.25 8.50 160 12.50 12 1.50

8 19.00 3.63 10.63 300 15.50 12 1.75

10 23.00 4.25 12.75 510 19.00 12 2.00

12 26.50 4.88 15.00 690 22.50 16 2.13

14 29.50 5.25 16.25 975 25.00 16 2.38

16 32.50 5.75 18.50 1300 27.75 16 2.63

18 36.00 6.38 21.00 1750 30.50 16 2.88

20 38.75 7.00 23.00 2225 32.75 16 3.13

24 46.00 8.00 27.25 3625 39.00 16 3.63

Class 1500

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished

with a 1/16" raised face unless
otherwise specified.

▪ Flat face option available.



ANSI/ASME B16.5 Blind Flange

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

1/2 5.25 1.19 1.38 7 3.50 4 0.88

3/4 5.50 1.25 1.69 8 3.75 4 0.88

1 6.25 1.38 2.00 11 4.25 4 1.00

1 1/4 7.25 1.50 2.50 17 5.13 4 1.13

1 1/2 8.00 1.75 2.88 23 5.75 4 1.25

2 9.25 2.00 3.63 39 6.75 8 1.13

2 1/2 10.50 2.25 4.13 56 7.75 8 1.25

3 12.00 2.63 5.00 86 9.00 8 1.38

4 14.00 3.00 6.19 135 10.75 8 1.63

5 16.50 3.63 7.31 225 12.75 8 1.88

6 19.00 4.25 8.50 345 14.50 8 2.13

8 21.75 5.00 10.63 530 17.25 12 2.13

10 26.50 6.50 12.75 1025 21.25 12 2.63

12 30.00 7.25 15.00 1300 24.38 12 2.88

Class 2500

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished

with a 1/16" raised face unless
otherwise specified.

▪ Flat face option available.



ASME B16.47 Series A Blind Flange

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

26 34.25 2.69 29.50 702 31.75 24 1.38

28 36.50 2.81 31.50 833 34.00 28 1.38

30 38.75 2.94 33.75 982 36.00 28 1.38

32 41.75 3.19 36.00 1238 38.50 28 1.62

34 43.75 3.25 38.00 1384 40.50 32 1.62

36 46.00 3.56 40.25 1676 42.75 32 1.62

38 48.75 3.44 42.25 1819 45.25 32 1.62

40 50.75 3.56 44.25 2040 47.25 36 1.62

42 53.00 3.81 47.00 2380 49.50 36 1.62

44 55.25 4.00 49.00 2715 51.75 40 1.62

46 57.25 4.06 51.00 2961 53.75 40 1.62

48 59.50 4.25 53.50 3350 56.00 44 1.62

50 61.75 4.38 55.50 3716 58.25 44 1.88

52 64.00 4.56 57.50 4156 60.50 44 1.88

54 66.25 4.75 59.50 4639 62.75 44 1.88

56 68.75 4.88 62.00 5130 65.00 48 1.88

58 71.00 5.06 64.00 5675 67.25 48 1.88

60 73.00 5.19 66.00 6155 69.25 52 1.88

Class 150

Note:
▪ All ASME B16.47 150# SERIES "A"

Blind flange dimensions are in
inches.

▪ These ASME B16.47 150# SERIES
"A" Blind flanges will be
supplied with a 1/16" raised
face unless otherwise specified.

▪ Flat face option available for
ASME B16.47 150# SERIES "A"
Blind flanges.



ASME B16.47 Series A Blind Flange

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

26 38.25 3.31 29.50 1079 34.50 28 1.75

28 40.75 3.56 31.50 1315 37.00 28 1.75

30 43.00 3.75 33.75 1545 39.25 28 1.88

32 45.25 3.94 36.00 1795 41.50 28 2.00

34 47.50 4.12 38.00 2068 43.50 28 2.00

36 50.00 4.38 40.25 2435 46.00 32 2.12

38 46.00 4.25 40.50 2001 43.00 32 1.62

40 48.75 4.50 42.75 2380 45.50 32 1.75

42 50.75 4.69 44.75 2689 47.50 32 1.75

44 53.25 4.88 47.00 3079 49.75 32 1.88

46 55.75 5.06 49.00 3500 52.00 28 2.00

48 57.75 5.25 51.25 3896 54.00 32 2.00

50 60.25 5.50 53.50 4442 56.25 32 2.12

52 62.25 5.69 55.50 4906 58.25 32 2.12

54 65.25 6.00 57.75 5684 61.00 28 2.38

56 67.25 6.06 59.75 6099 63.00 28 2.38

58 69.25 6.25 62.00 6669 65.00 32 2.38

60 71.25 6.44 64.00 7274 67.00 32 2.38

Class 300

Note:
▪ All ASME B16.47 150# SERIES "A"

Blind flange dimensions are in
inches.

▪ These ASME B16.47 150# SERIES
"A" Blind flanges will be
supplied with a 1/16" raised
face unless otherwise specified.

▪ Flat face option available for
ASME B16.47 150# SERIES "A"
Blind flanges.



ASME B16.47 Series A Blind Flange

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

26 38.25 3.88 29.50 1263 34.50 28 1.88

28 40.75 4.12 31.50 1520 37.00 28 2.00

30 43.00 4.38 33.75 1802 39.25 28 2.12

32 45.25 4.56 36.00 2075 41.50 28 2.12

34 47.50 4.81 38.00 2415 43.50 28 2.12

36 50.00 5.06 40.25 2815 46.00 32 2.12

38 47.50 4.88 40.75 2450 44.00 32 1.88

40 50.00 5.12 43.00 2849 46.25 32 2.00

42 52.00 5.25 45.00 3160 48.25 32 2.00

44 54.50 5.50 47.25 3635 50.50 32 2.12

46 56.75 5.75 49.50 4120 52.75 36 2.12

48 59.50 6.00 51.50 4725 55.25 28 2.38

50 61.75 6.25 53.62 5303 57.50 32 2.38

52 63.75 6.44 55.62 5823 59.50 32 2.38

54 67.00 6.75 57.88 6742 62.25 28 2.62

56 69.00 6.94 60.12 7352 64.25 32 2.62

58 71.00 7.12 62.12 7986 66.25 32 2.62

60 74.25 7.44 64.38 9126 69.00 32 2.88

Class 400

Note:
▪ All ASME B16.47 150# SERIES "A"

Blind flange dimensions are in
inches.

▪ These ASME B16.47 150# SERIES
"A" Blind flanges will be
supplied with a 1/16" raised
face unless otherwise specified.

▪ Flat face option available for
ASME B16.47 150# SERIES "A"
Blind flanges.



ASME B16.47 Series A Blind Flange

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

26 40.00 4.94 29.50 1760 36.00 28 2.00

28 42.25 5.19 31.50 2061 38.00 28 2.12

30 44.50 5.50 33.75 2423 40.25 28 2.12

32 47.00 5.81 36.00 2858 42.50 28 2.38

34 49.00 6.06 38.00 3237 44.50 28 2.38

36 51.75 6.38 40.25 3800 47.00 28 2.62

38 50.00 6.12 41.50 3405 45.75 28 2.38

40 52.00 6.38 43.75 3838 47.75 32 2.38

42 55.25 6.75 46.00 4585 50.50 28 2.62

44 57.25 7.00 48.25 5105 52.50 32 2.62

46 59.50 7.31 50.25 5758 54.75 32 2.62

48 62.75 7.69 52.50 6737 57.50 32 2.88

50 65.75 8.00 54.50 7695 60.00 28 3.12

52 67.75 8.25 56.50 8425 62.00 32 3.12

54 70.00 8.56 58.75 9333 64.25 32 3.12

56 73.00 8.88 60.75 10,530 66.75 32 3.38

58 75.00 9.12 63.00 11,414 68.75 32 3.38

60 78.50 9.56 65.25 13,108 71.75 28 3.62

Class 600

Note:
▪ All ASME B16.47 150# SERIES "A"

Blind flange dimensions are in
inches.

▪ These ASME B16.47 150# SERIES
"A" Blind flanges will be
supplied with a 1/16" raised
face unless otherwise specified.

▪ Flat face option available for
ASME B16.47 150# SERIES "A"
Blind flanges.



ASME B16.47 Series A Blind Flange

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

26 42.75 6.31 29.50 2565 37.50 20 2.88

28 46.00 6.75 31.50 3178 40.25 20 3.12

30 48.50 7.18 33.75 3759 42.75 20 3.12

32 51.75 7.62 36.00 4541 45.50 20 3.38

34 55.00 8.06 38.00 5425 48.25 20 3.62

36 57.50 8.44 40.25 6210 50.75 20 3.62

38 57.50 8.50 43.25 6253 50.75 20 3.62

40 59.50 8.81 45.75 6940 52.75 24 3.62

42 61.50 9.12 47.75 7675 54.75 24 3.62

44 64.88 9.56 50.00 8955 57.62 24 3.88

46 68.25 10.06 52.50 10,426 60.50 24 4.12

48 70.25 10.38 54.50 11,398 62.50 24 4.12

Class 900

Note:
▪ All ASME B16.47 150# SERIES "A"

Blind flange dimensions are in
inches.

▪ These ASME B16.47 150# SERIES
"A" Blind flanges will be
supplied with a 1/16" raised
face unless otherwise specified.

▪ Flat face option available for
ASME B16.47 150# SERIES "A"
Blind flanges.



ASME B16.47 Series B Blind Flange

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

26 30.00 1.31 27.75 255 28.50 36 0.75

28 32.00 1.31 29.75 290 30.50 40 0.75

30 34.00 1.31 31.75 330 32.50 44 0.75

32 36.00 1.44 33.75 390 34.50 48 0.75

34 38.00 1.50 35.75 430 36.50 52 0.75

36 40.69 1.67 38.00 520 39.06 40 0.88

38 42.69 1.75 40.00 595 41.06 40 0.88

40 44.69 1.75 42.00 760 43.06 44 0.88

42 46.69 1.88 44.00 895 45.06 48 0.88

44 49.25 1.94 46.25 1065 47.38 36 1.00

46 51.25 2.00 48.25 1185 49.38 40 1.00

48 53.25 2.12 50.25 1315 51.38 44 1.00

50 55.25 2.18 52.25 1505 53.38 44 1.00

52 57.38 2.25 54.25 1665 55.50 48 1.00

54 59.38 2.38 56.25 1840 57.50 48 1.00

56 62.00 2.44 58.50 2111 59.88 40 1.12

58 64.00 2.50 60.50 2300 61.88 44 1.12

60 66.00 2.62 62.50 2500 63.88 44 1.12

Class 75

Note:
▪ All dimensions are in inches.
▪ These flanges will be supplied

with a 1/16" raised face unless
otherwise specified.

▪ Flat face option available.



ASME B16.47 Series B Blind Flange

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

26 30.94 1.75 28.00 375 29.31 36 0.88

28 32.94 1.88 30.00 455 31.31 40 0.88

30 34.94 2.00 32.00 545 33.31 44 0.88

32 37.06 2.12 34.00 648 35.44 48 0.88

34 39.56 2.25 36.25 782 37.69 40 1.00

36 41.62 2.31 38.25 890 39.75 44 1.00

38 44.25 2.50 40.25 1090 42.12 40 1.12

40 46.25 2.62 42.50 1247 44.12 44 1.12

42 48.25 2.69 44.50 1393 46.12 48 1.12

44 50.25 2.81 46.50 1579 48.12 52 1.12

46 52.81 2.94 48.62 1825 50.56 40 1.25

48 54.81 3.06 50.75 2045 52.56 44 1.25

50 56.81 3.18 52.75 2284 54.56 48 1.25

52 58.81 3.31 54.75 2547 56.56 52 1.25

54 61.00 3.44 56.75 2848 58.75 56 1.25

56 63.00 3.56 58.75 3145 60.75 60 1.25

58 65.94 3.68 60.75 3560 63.44 48 1.38

60 67.94 3.81 63.00 3913 65.44 52 1.38

Class 150

Note:
▪ All dimensions are in inches.
▪ These flanges will be supplied

with a 1/16" raised face unless
otherwise specified.

▪ Flat face option available.



ASME B16.47 Series B Blind Flange

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

26 34.12 3.50 29.00 905 31.62 32 1.38

28 36.25 3.50 31.00 1023 33.75 36 1.38

30 39.00 3.69 33.25 1250 36.25 36 1.50

32 41.50 4.06 35.50 1556 38.50 32 1.62

34 43.62 4.06 37.50 1719 40.62 36 1.62

36 46.12 4.06 39.75 1920 42.88 32 1.75

38 48.12 4.38 41.75 2257 44.88 36 1.75

40 50.12 4.56 43.88 2550 46.88 40 1.75

42 52.50 4.69 46.00 2875 49.00 36 1.88

44 54.50 5.00 48.00 3305 51.00 40 1.88

46 57.50 5.12 50.00 3766 53.75 36 2.00

48 59.50 5.31 52.25 4183 55.75 40 2.00

50 61.50 5.50 54.25 4629 57.75 44 2.00

52 63.50 5.68 56.25 5096 59.75 48 2.00

54 65.88 5.88 58.25 5679 62.12 48 2.00

56 69.50 6.18 60.50 6642 65.00 36 2.38

58 71.94 6.38 62.75 7347 67.44 40 2.38

60 73.94 6.56 65.00 7980 69.44 40 2.38

Class 300

Note:
▪ All dimensions are in inches.
▪ These flanges will be supplied

with a 1/16" raised face unless
otherwise specified.

▪ Flat face option available.



ASME B16.47 Series B Blind Flange

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

26 33.50 3.50 28.00 875 30.75 28 1.50

28 36.00 3.75 30.00 1081 33.00 24 1.62

30 38.25 4.00 32.25 1302 35.25 28 1.62

32 40.75 4.25 34.38 1570 37.50 28 1.75

34 42.75 4.38 36.50 1780 39.50 32 1.75

36 45.50 4.69 38.62 2160 42.00 28 1.88

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

26 35.00 4.38 28.62 1195 31.75 28 1.75

28 37.50 4.56 30.88 1427 34.00 28 1.88

30 40.25 5.00 33.12 1800 36.50 28 2.00

32 42.75 5.31 35.25 2160 38.75 28 2.12

34 45.75 5.68 37.50 2645 41.50 24 2.38

36 47.75 5.94 39.75 3013 43.50 28 2.38

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (lbs) (C)

26 40.25 6.06 30.00 2185 35.50 20 2.62

28 43.50 6.56 32.25 2762 38.25 20 2.88

30 46.50 6.93 34.50 3334 40.75 20 3.12

32 48.75 7.31 36.50 3865 43.00 20 3.12

34 51.75 7.68 39.00 4575 45.50 20 3.38

36 53.00 7.94 40.50 4963 47.25 24 3.12

Class 900

Note:
▪ All dimensions are in inches.
▪ These flanges will be supplied

with a 1/16" raised face unless
otherwise specified.

▪ Flat face option available.

Note:
▪ All dimensions are in inches.
▪ These flanges will be supplied

with a 1/16" raised face unless
otherwise specified.

▪ Flat face option available.

Class 400

Note:
▪ All dimensions are in inches.
▪ These flanges will be supplied

with a 1/16" raised face unless
otherwise specified.

▪ Flat face option available.

Class 600



AWWA C207-07 Flanges

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Working
Pressure

Outside
Diameter

Minimum
Thickness

Approximate
Weight

Number
of Holes

Diameter
of Bolt
Holes

Diameter
of Bolt
Circle

(A) (T) (lbs) (C)

4 86 psi 9.00 0.625 14 8 0.750 7.50

5 86 psi 10.00 0.625 17 8 0.875 8.50

6 86 psi 11.00 0.688 22 8 0.875 9.50

8 86 psi 13.50 0.688 33 8 0.875 11.75

10 86 psi 16.00 0.688 46 12 1.000 14.25

12 86 psi 19.00 0.719 68 12 1.000 17.00

14 86 psi 21.00 0.791 90 12 1.125 18.75

16 86 psi 23.50 0.892 125 16 1.125 21.25

18 86 psi 25.00 0.950 149 16 1.250 22.75

20 86 psi 27.50 1.040 207 20 1.250 25.00

22 86 psi 29.50 1.132 255 20 1.375 27.25

24 86 psi 32.00 1.216 320 20 1.375 29.50

26 86 psi 34.25 1.307 390 24 1.375 31.75

28 86 psi 36.50 1.398 470 28 1.375 34.00

30 86 psi 38.75 1.477 546 28 1.375 36.00

32 86 psi 41.75 1.581 686 28 1.625 38.50

34 86 psi 43.75 1.661 787 32 1.625 40.50

36 86 psi 46.00 1.751 913 32 1.625 42.75

38 86 psi 48.75 1.853 1079 32 1.625 45.25

40 86 psi 50.75 1.933 1215 36 1.625 47.25

42 86 psi 53.00 2.023 1382 36 1.625 49.50

44 86 psi 55.25 2.114 1563 40 1.625 51.75

46 86 psi 57.25 2.194 1737 40 1.625 53.75

48 86 psi 59.50 2.285 1948 44 1.625 56.00

50 86 psi 61.75 2.377 2176 44 1.875 58.25

52 86 psi 64.00 2.468 2420 44 1.875 60.50

54 86 psi 66.25 2.559 2682 44 1.875 62.75

60 86 psi 73.00 2.820 3566 52 1.875 69.25

66 86 psi 80.00 3.092 4670 52 1.875 76.00

72 86 psi 86.50 3.353 5894 60 1.875 82.50

Class B Blind Flanges

Note:
▪ All dimensions are in inches.
▪ Blind flanges shall be machined

with center island to match the
mating flange.



AWWA C207-07 Flanges

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Working
Pressure

Outside
Diameter

Minimum
Thickness

Approximate
Weight

Number
of Holes

Diameter
Of Bolt
Holes

Diameter
of Bolt
Circle

(A) (T) (lbs) (C)

4 175 psi 9.00 0.625 14 8 0.750 7.50

5 175 psi 10.00 0.650 17 8 0.875 8.50

6 175 psi 11.00 0.693 22 8 0.875 9.50

8 175 psi 13.50 0.812 38 8 0.875 11.75

10 175 psi 16.00 0.953 61 12 1.000 14.25

12 150 psi 19.00 1.117 100 12 1.000 17.00

14 150 psi 21.00 1.133 123 12 1.125 18.75

16 150 psi 23.50 1.265 171 16 1.125 21.25

18 150 psi 25.00 1.331 202 16 1.250 22.75

20 150 psi 27.50 1.448 275 20 1.250 25.00

22 150 psi 29.50 1.568 340 20 1.375 27.25

24 150 psi 32.00 1.661 421 20 1.375 29.50

26 150 psi 34.25 1.786 515 24 1.375 31.75

28 150 psi 36.50 1.906 621 28 1.375 34.00

30 150 psi 38.75 2.008 734 28 1.375 36.00

32 150 psi 41.75 2.150 907 28 1.625 38.50

34 150 psi 43.75 2.250 1039 32 1.625 40.50

36 150 psi 46.00 2.370 1204 32 1.625 42.75

38 150 psi 48.75 2.506 1424 32 1.625 45.25

40 150 psi 50.75 2.609 1603 36 1.625 47.25

42 150 psi 53.00 2.729 1823 36 1.625 49.50

44 150 psi 55.25 2.849 2062 40 1.625 51.75

46 150 psi 57.25 2.952 2290 40 1.625 53.75

48 150 psi 59.50 3.072 2568 44 1.625 56.00

50 150 psi 61.75 3.196 2871 44 1.875 58.25

52 150 psi 64.00 3.315 3192 44 1.875 60.50

54 150 psi 66.25 3.435 3538 44 1.875 62.75

60 150 psi 73.00 3.779 4703 52 1.875 69.25

66 150 psi 80.00 4.136 6157 52 1.875 76.00

72 150 psi 86.50 4.480 7770 60 1.875 82.50

Class D Blind Flanges

Note:
▪ All dimensions are in inches.
▪ Blind flanges shall be machined

with center island to match the
mating flange.



AWWA C207-07 Flanges

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Working
Pressure

Outside
Diameter

Minimum
Thickness

Approximate
Weight

Number
of Holes

Diameter
Of Bolt
Holes

Diameter
of Bolt
Circle

(A) (T) (lbs) (C)

4 275 psi 9.00 1.125 23 8 0.750 7.50

5 275 psi 10.00 1.188 29 8 0.875 8.50

6 275 psi 11.00 1.313 39 8 0.875 9.50

8 275 psi 13.50 1.500 66 8 0.875 11.75

10 275 psi 16.00 1.563 96 12 1.000 14.25

12 275 psi 19.00 1.750 151 12 1.000 17.00

14 275 psi 21.00 1.875 196 12 1.125 18.75

16 275 psi 23.50 2.000 261 16 1.125 21.25

18 275 psi 25.00 2.125 313 16 1.250 22.75

20 275 psi 27.50 2.375 431 20 1.250 25.00

22 275 psi 29.50 2.500 520 20 1.375 27.25

24 275 psi 32.00 2.625 641 20 1.375 29.50

26 275 psi 34.25 2.750 767 24 1.375 31.75

28 275 psi 36.50 2.750 871 28 1.375 34.00

30 275 psi 38.75 2.875 1023 28 1.375 36.00

32 275 psi 41.75 3.000 1236 28 1.625 38.50

34 275 psi 43.75 3.050 1379 32 1.625 40.50

36 275 psi 46.00 3.209 1599 32 1.625 42.75

38 275 psi 48.75 3.394 1894 32 1.625 45.25

40 275 psi 50.75 3.533 2132 36 1.625 47.25

42 275 psi 53.00 3.695 2427 36 1.625 49.50

44 275 psi 55.25 3.857 2747 40 1.625 51.75

46 275 psi 57.25 3.997 3052 40 1.625 53.75

48 275 psi 59.50 4.159 3424 44 1.625 56.00

50 275 psi 61.75 4.327 3830 44 1.875 58.25

52 275 psi 64.00 4.489 4262 44 1.875 60.50

54 275 psi 66.25 4.651 4725 44 1.875 62.75

60 275 psi 73.00 5.116 6288 52 1.875 69.25

66 275 psi 80.00 5.601 8243 52 1.875 76.00

72 275 psi 86.50 6.066 10411 60 1.875 82.50

Class E Blind Flanges

Note:
▪ All dimensions are in inches.
▪ Blind flanges shall be machined

with center island to match the
mating flange.



AWWA C207-07 Flanges

Email:sales@metleader.com Tel:+86 13315770315

Nominal
Pipe Size

Working
Pressure

Outside
Diameter

Minimum
Thickness

Approximate
Weight

Number
of Holes

Diameter
Of Bolt
Holes

Diameter
Of Bolt
Circle

(A) (T) (lbs) (C)

4 300 psi 10.00 1.130 28 8 0.875 7.88

5 300 psi 11.00 1.210 36 8 0.875 9.25

6 300 psi 12.50 1.310 50 12 0.875 10.62

8 300 psi 15.00 1.310 72 12 1.000 13.00

10 300 psi 17.50 1.500 111 16 1.125 15.25

12 300 psi 20.50 1.630 164 16 1.250 17.75

14 300 psi 23.00 1.940 243 20 1.250 20.25

16 300 psi 25.50 2.140 328 20 1.375 22.50

18 300 psi 28.00 2.250 414 24 1.375 24.75

20 300 psi 30.50 2.330 521 24 1.375 27.00

22 300 psi 33.00 2.500 651 24 1.375 29.25

24 300 psi 36.00 2.690 830 24 1.625 32.00

26 300 psi 38.25 3.000 1038 28 1.875 34.50

28 300 psi 40.75 3.130 1226 28 1.875 37.00

30 300 psi 43.00 3.166 1380 28 1.875 39.25

32 300 psi 45.25 3.332 1603 28 1.875 41.50

34 300 psi 47.50 3.475 1839 28 1.875 43.50

36 300 psi 50.00 3.671 2146 32 2.125 46.00

38 300 psi 52.25 3.815 2431 32 2.125 48.00

40 300 psi 54.25 3.982 2730 36 2.125 50.25

42 300 psi 57.00 4.171 3151 36 2.125 52.75

44 300 psi 59.25 4.338 3535 36 2.125 55.00

46 300 psi 61.50 4.505 3949 40 2.125 57.25

48 300 psi 65.00 4.781 4671 40 2.125 60.75

Class F Blind Flanges

Note:
▪ All dimensions are in inches.

▪ Blind flanges shall be machined
with center island to match the
mating flange.



DIN-Blind Flange

Rated

Diameter

Flange Screws
Weight of a flange

(7,85 Kg/dm3)

D b k Number Thread d2
Shape B

Kg

15 80 12 55 4
M 10 11

0.44
20 90 14 65 4 0.66
25 100 14 75 4 0.83
32 120 14 90 4

M 12 14

1.18
40 130 14 100 4 1.39
50 140 14 110 4 1.63
65 160 14 130 4 2.15
80 190 16 150 4

M 16 18

3.44
100 210 16 170 4 4.22
125 240 18 200 8 6.11
150 265 18 225 2 7.51
200 320 20 280 8 12.31
250 375 22 335 12 18.54
300 440 22 395 12

M 20 22

25.46
350 490 22 445 12 31.77
400 540 22 495 16 38.49
500 645 24 600 20 60.1

Rated

Diameter

Flange Screws
Weight of a flange

(7,85 Kg/dm3)

D b k Number Thread d2
Shape B

Kg

15 95 14 65 4
M 12 14

0,72
20 105 16 75 4 1,01
25 115 16 85 4 1,23
32 140 16 100 4

M 16 18

1,8
40 150 16 110 4 2,09
50 165 18 125 4 2,88
65 185 18 145 4 3,66
80 200 20 160 4 4,77
100 220 20 180 8 5,65
125 250 22 210 8 8,42
150 285 22 240 8

M 20 22

10,4
200 340 24 295 8 16,5
250 395 26 350 12 24
300 445 26 400 12 30,9
350 505 26 460 16 40,6
400 565 26 515 16 M 24 26 49,4
500 670 28 620 20 75

unit:mm

DIN 2527 PN10 unit:mm

DIN 2527 PN6



DIN-Blind Flange

Email:sales@metleader.com Tel:+86 13315770315

Rated

Diameter

Flange Screws
Weight of a flange

(7,85 Kg/dm3)

D b k Number Thread d2
Shape B

Kg

15 95 14 65 4
M 12 14

0,72

20 105 16 75 4 1,01

25 115 16 85 4 1,23

32 140 16 100 4

M 16 18

1,8

40 150 16 110 4 2,09

50 165 18 125 4 2,88

65 185 18 145 4 3,66

80 200 20 160 8 4,77

100 220 20 180 8 5,65

125 250 22 210 8 8,42

150 285 22 240 8
M 20 22

10,4

200 340 24 295 12 16,1

250 405 26 355 12
M 24 26

24,9

300 460 28 410 12 35,1

350 520 30 470 16 47,8

400 580 32 525 16 M 27 30 63,5

500 715 36 650 20 M 30 33 102

unit:mm

DIN 2527 PN16


