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▪ ASME/ANSI B16.5 Threaded Flange

Class 150/300/400/600/900/1500/2500

▪ Threaded Flange

DIN 2665/2566
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ANSI/ASME B16.5 Threaded Flange

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised Face
Diameter

Length
Thru Hub

Hub
Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (lbs) (C)

1/2 3.50 0.44 1.38 0.63 1.19 1 2.38 4 0.63

3/4 3.88 0.50 1.69 0.63 1.50 2 2.75 4 0.63

1 4.25 0.56 2.00 0.69 1.94 2 3.13 4 0.63

1 1/4 4.63 0.63 2.50 0.81 2.31 3 3.50 4 0.63

1 1/2 5.00 0.69 2.88 0.88 2.56 3 3.88 4 0.63

2 6.00 0.75 3.63 1.00 3.06 5 4.75 4 0.75

2 1/2 7.00 0.88 4.13 1.13 3.56 7 5.50 4 0.75

3 7.50 0.94 5.00 1.19 4.25 8 6.00 4 0.75

3 1/2 8.50 0.94 5.50 1.25 4.81 11 7.00 8 0.75

4 9.00 0.94 6.19 1.31 5.31 13 7.50 8 0.75

5 10.00 0.94 7.31 1.44 6.44 15 8.50 8 0.88

6 11.00 1.00 8.50 1.56 7.56 19 9.50 8 0.88

8 13.50 1.13 10.63 1.75 9.69 30 11.75 8 0.88

10 16.00 1.19 12.75 1.94 12.00 43 14.25 12 1.00

12 19.00 1.25 15.00 2.19 14.38 64 17.00 12 1.00

14 21.00 1.38 16.25 2.25 15.75 90 18.75 12 1.13

16 23.50 1.44 18.50 2.50 18.00 98 21.25 16 1.13

18 25.00 1.56 21.00 2.69 19.88 130 22.75 16 1.25

20 27.50 1.69 23.00 2.88 22.00 165 25.00 20 1.25

22 29.50 1.81 25.25 3.13 24.25 185 27.25 20 1.38

24 32.00 1.88 27.25 3.25 26.13 220 29.50 20 1.38
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Class 150

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished with a 1/4" raised face unless

otherwise specified.
▪ Flat face option available.
▪ Standard Bore will be furnished unless otherwise specified.



ANSI/ASME B16.5 Threaded Flange

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised Face
Diameter

Length
Thru Hub

Hub
Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (lbs) (C)

1/2 3.75 0.56 1.38 0.88 1.50 2 2.63 4 0.63

3/4 4.63 0.63 1.69 1.00 1.88 3 3.25 4 0.75

1 4.88 0.69 2.00 1.06 2.13 3 3.50 4 0.75

1 1/4 5.25 0.75 2.50 1.06 2.50 4 3.88 4 0.75

1 1/2 6.13 0.81 2.88 1.19 2.75 6 4.50 4 0.88

2 6.50 0.88 3.63 1.31 3.31 7 5.00 8 0.75

2 1/2 7.50 1.00 4.13 1.50 3.94 10 5.88 8 0.88

3 8.25 1.13 5.00 1.69 4.63 13 6.63 8 0.88

3 1/2 9.00 1.19 5.50 1.75 5.25 17 7.25 8 0.88

4 10.00 1.25 6.19 1.88 5.75 22 7.88 8 0.88

5 11.00 1.38 7.31 2.00 7.00 28 9.25 8 0.88

6 12.50 1.44 8.50 2.06 8.13 39 10.63 12 0.88

8 15.00 1.63 10.63 2.44 10.25 58 13.00 12 1.00

10 17.50 1.88 12.75 2.62 12.63 81 15.25 16 1.13

12 20.50 2.00 15.00 2.88 14.75 115 17.75 16 1.25

14 23.00 2.13 16.25 3.00 16.75 165 20.25 20 1.25

16 25.50 2.25 18.50 3.25 19.00 190 22.50 20 1.38

18 28.00 2.38 21.00 3.50 21.00 250 24.75 24 1.38

20 30.50 2.50 23.00 3.75 23.13 315 27.00 24 1.38

22 33.00 2.63 25.25 4.00 25.25 370 29.25 24 1.63

24 36.00 2.75 27.25 4.19 27.63 475 32.00 24 1.63
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Class 300

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished with a 1/4" raised face unless

otherwise specified.
▪ Flat face option available.
▪ Standard Bore will be furnished unless otherwise specified.



ANSI/ASME B16.5 Threaded Flange

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised Face
Diameter

Length
Thru Hub

Hub
Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (lbs) (C)

1/2 3.75 0.56 1.38 0.88 1.50 2 2.63 4 0.63

3/4 4.63 0.63 1.69 1.00 1.88 3 3.25 4 0.75

1 4.88 0.69 2.00 1.06 2.13 4 3.50 4 0.75

1 1/4 5.25 0.81 2.50 1.13 2.50 5 3.88 4 0.75

1 1/2 6.13 0.88 2.88 1.25 2.75 7 4.50 4 0.88

2 6.50 1.00 3.63 1.44 3.31 9 5.00 8 0.75

2 1/2 7.50 1.13 4.13 1.63 3.94 13 5.88 8 0.88

3 8.25 1.25 5.00 1.81 4.63 16 6.63 8 0.88

3 1/2 9.00 1.38 5.50 1.94 5.25 21 7.25 8 1.00

4 10.00 1.38 6.19 2.00 5.75 26 7.88 8 1.00

5 11.00 1.50 7.31 2.13 7.00 31 9.25 8 1.00

6 12.50 1.63 8.50 2.25 8.13 44 10.63 12 1.00

8 15.00 1.88 10.63 2.69 10.25 67 13.00 12 1.13

10 17.50 2.13 12.75 2.88 12.63 91 15.25 16 1.25

12 20.50 2.25 15.00 3.13 14.75 130 17.75 16 1.38

14 23.00 2.38 16.25 3.31 16.75 180 20.25 20 1.38

16 25.50 2.50 18.50 3.69 19.00 235 22.50 20 1.50

18 28.00 2.63 21.00 3.88 21.00 285 24.75 24 1.50

20 30.50 2.75 23.00 4.00 23.13 345 27.00 24 1.63

22 33.00 2.88 25.25 4.25 25.25 405 29.25 24 1.75

24 36.00 3.00 27.25 4.50 27.63 510 32.00 24 1.88
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Class 400

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished with a 1/4" raised face unless

otherwise specified.
▪ Flat face option available.
▪ Standard Bore will be furnished unless otherwise specified.
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ANSI/ASME B16.5 Threaded Flange

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised Face
Diameter

Length
Thru Hub

Hub
Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (lbs) (C)

1/2 3.75 0.56 1.38 0.88 1.50 2 2.63 4 0.63

3/4 4.63 0.63 1.69 1.00 1.88 3 3.25 4 0.75

1 4.88 0.69 2.00 1.06 2.13 4 3.50 4 0.75

1 1/4 5.25 0.81 2.50 1.13 2.50 5 3.88 4 0.75

1 1/2 6.13 0.88 2.88 1.25 2.75 7 4.50 4 0.88

2 6.50 1.00 3.63 1.44 3.31 9 5.00 8 0.75

2 1/2 7.50 1.13 4.13 1.63 3.94 13 5.88 8 0.88

3 8.25 1.25 5.00 1.81 4.63 16 6.63 8 0.88

3 1/2 9.00 1.38 5.50 1.94 5.25 21 7.25 8 1.00

4 10.75 1.50 6.19 2.13 6.00 37 8.50 8 1.00

5 13.00 1.75 7.31 2.38 7.44 63 10.50 8 1.13

6 14.00 1.88 8.50 2.63 8.75 80 11.50 12 1.13

8 16.50 2.19 10.63 3.00 10.75 115 13.75 12 1.25

10 20.00 2.50 12.75 3.38 13.50 170 17.00 16 1.38

12 22.00 2.63 15.00 3.63 15.75 200 19.25 20 1.38

14 23.75 2.75 16.25 3.69 17.00 230 20.75 20 1.50

16 27.00 3.00 18.50 4.19 19.50 330 23.75 20 1.63

18 29.25 3.25 21.00 4.63 21.50 400 25.75 20 1.75

20 32.00 3.50 23.00 5.00 24.00 510 28.50 24 1.75

22 34.25 3.75 25.25 5.25 26.25 590 30.63 24 1.88

24 37.00 4.00 27.25 5.50 28.25 730 33.00 24 2.00

Class 600

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished with a 1/4" raised face unless

otherwise specified.
▪ Flat face option available.
▪ Standard Bore will be furnished unless otherwise specified.
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ANSI/ASME B16.5 Threaded Flange

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised Face
Diameter

Length
Thru Hub

Hub
Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (lbs) (C)

1/2 4.75 0.88 1.38 1.25 1.50 4 3.25 4 0.88

3/4 5.13 1.00 1.69 1.38 1.75 5 3.50 4 0.88

1 5.88 1.13 2.00 1.63 2.06 8 4.00 4 1.00

1 1/4 6.25 1.13 2.50 1.63 2.50 9 4.38 4 1.00

1 1/2 7.00 1.25 2.88 1.75 2.75 12 4.88 4 1.13

2 8.50 1.50 3.63 2.25 4.13 25 6.50 8 1.00

2 1/2 9.63 1.63 4.13 2.50 4.88 36 7.50 8 1.13

3 9.50 1.50 5.00 2.13 5.00 26 7.50 8 1.00

4 11.50 1.75 6.19 2.75 6.25 53 9.25 8 1.25

5 13.75 2.00 7.31 3.13 7.50 83 11.00 8 1.38

6 15.00 2.19 8.50 3.38 9.25 110 12.50 12 1.25

8 18.50 2.50 10.63 4.00 11.75 170 15.50 12 1.50

10 21.50 2.75 12.75 4.25 14.50 245 18.50 16 1.50

12 24.00 3.13 15.00 4.63 16.50 325 21.00 20 1.50

14 25.25 3.38 16.25 5.13 17.75 400 22.00 20 1.63

16 27.75 3.50 18.50 5.25 20.00 425 24.25 20 1.75

18 31.00 4.00 21.00 6.00 22.25 600 27.00 20 2.00

20 33.75 4.25 23.00 6.25 24.50 730 29.50 20 2.13

24 41.00 5.50 27.25 8.00 29.50 1400 35.50 20 2.63

Class 900

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished with a 1/4" raised face unless

otherwise specified.
▪ Flat face option available.
▪ Standard Bore will be furnished unless otherwise specified.
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ANSI/ASME B16.5 Threaded Flange

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised Face
Diameter

Length
Thru Hub

Hub
Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (lbs) (C)

1/2 4.75 0.88 1.38 1.25 1.50 4 3.25 4 0.88

3/4 5.13 1.00 1.69 1.38 1.75 5 3.50 4 0.88

1 5.88 1.13 2.00 1.63 2.06 8 4.00 4 1.00

1 1/4 6.25 1.13 2.50 1.63 2.50 9 4.38 4 1.00

1 1/2 7.00 1.25 2.88 1.75 2.75 12 4.88 4 1.13

2 8.50 1.50 3.63 2.25 4.13 25 6.50 8 1.00

2 1/2 9.63 1.63 4.13 2.50 4.88 36 7.50 8 1.13

Class 1500

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished with a 1/4" raised face unless

otherwise specified.
▪ Flat face option available.
▪ Standard Bore will be furnished unless otherwise specified.
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ANSI/ASME B16.5 Threaded Flange

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised Face
Diameter

Length
Thru Hub

Hub
Diameter

Approximate
Weight

Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (lbs) (C)

1/2 5.25 1.19 1.38 1.56 1.69 7 3.50 4 0.88

3/4 5.50 1.25 1.69 1.69 2.00 8 3.75 4 0.88

1 6.25 1.38 2.00 1.88 2.25 11 4.25 4 1.00

1 1/4 7.25 1.50 2.50 2.06 2.88 16 5.13 4 1.13

1 1/2 8.00 1.75 2.88 2.38 3.13 22 5.75 4 1.25

2 9.25 2.00 3.63 2.75 3.75 38 6.75 8 1.13

2 1/2 10.50 2.25 4.13 3.13 4.50 55 7.75 8 1.25

Class 2500

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished with a 1/4" raised face unless

otherwise specified.
▪ Flat face option available.
▪ Standard Bore will be furnished unless otherwise specified.
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DIN-Threaded Flange

Rated

Diameter
d1

Flange Neck Raised face Screws
Weight of a flange

(7,85 Kg/dm3)

Thread D b k h1 d3 d4 f Number Thread d2 Kg

15 21,3 R 1/2 80 12 55 20 30 40 2 4 M 10 11 0,373

20 26,9 R 3/4 90 14 65 24 40 50 2 4 M 10 11 0,59

25 33,7 R 1 100 14 75 24 50 60 2 4 M 10 11 0,743

32 42,4 R 1 1/4 120 14 90 26 60 70 2 4 M 12 14 1,05

40 48,3 R 1 1/2 130 14 100 26 70 80 3 4 M 12 14 1,2

50 60,3 R 2 140 14 110 28 80 90 3 4 M 12 14 1,37

65 76,1 R 2 1/2 160 14 130 32 100 110 3 4 M 12 14 1,92

80 88,9 R 3 190 16 150 34 110 128 3 4 M 16 18 2,82

100 114,3 R 4 210 16 170 38 130 148 3 4 M 16 18 3,19

125 139,7 R 5 240 18 200 40 160 178 3 8 M 16 18 4,47

150 165,1 R 6 265 18 225 44 185 202 3 8 M 16 18 5,3

Rated

Diameter
d1

Flange Neck
Raised

face
Screws

Weight of a flange

(7,85 Kg/dm3)

Thread D b k h1 d3 d4 f Number Thread d2 Kg

15 21,3 R 1/2 95 14 65 20 35 45 2 4 M 12 14 0,613

20 26,9 R 3/4 105 16 75 24 45 58 2 4 M 12 14 0,91

25 33,7 R 1 115 16 85 24 52 68 2 4 M 12 14 1,1

32 42,4 R 1 1/4 140 16 100 26 60 78 2 4 M 16 18 1,6

40 48,3 R 1 1/2 150 16 110 26 70 88 3 4 M 16 18 1,78

50 60,3 R 2 165 18 125 28 85 102 3 4 M 16 18 2,43

65 76,1 R 2 1/2 185 18 145 32 105 122 3 4 M 16 18 3,18

80 88,9 R 3 200 20 160 34 118 138 3 8 M 16 18 4,12

100 114,3 R 4 220 20 180 38 140 158 3 8 M 16 18 4,47

125 139,7 R 5 250 22 210 40 168 188 3 8 M 16 18 6,13

150 165,1 R 6 285 22 240 44 195 212 3 8 M 20 22 7,92

DIN 2566 PN10

DIN 2565 PN6
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unit:mm

unit:mm


