
FLANGES

▪ ANSI/ASME B16.5 Welding Neck Flange

Class 150/300/400/600/900/1500/2500

▪ ASME B16.47 Series A Welding Neck Flange

Class 150/300/400/600/900

▪ ASME B16.47 Series B Welding Neck Flange

Class 75/150/300/400/600/900

▪ Welding Neck Flange

DIN 2631/2632/2633/2634/2635

▪ JIS B2220 FLANGE

5KG/10KG/16K/20KG/30KG

Beijing Metleader Pipeline Technology inc
www.metleader.com Email:sales@metleader.com Tel:+86 13315770315



ANSI/ASME B16.5 Welding Neck Flange

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised
Face

Diameter

Length
Thru
Hub

Point of
Weld

Hub
Diameter

Bore
Approximate

Weight
Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (A) (X) (B) (lbs) (C)

1/2 3.50 0.44 1.38 1.88 0.84 1.19 0.62 2 2.38 4 0.63

3/4 3.88 0.50 1.69 2.06 1.05 1.50 0.82 2 2.75 4 0.63

1 4.25 0.56 2.00 2.19 1.32 1.94 1.05 3 3.13 4 0.63

1 1/4 4.63 0.63 2.50 2.25 1.66 2.31 1.38 3 3.50 4 0.63

1 1/2 5.00 0.69 2.88 2.44 1.90 2.56 1.61 4 3.88 4 0.63

2 6.00 0.75 3.63 2.50 2.38 3.06 2.07 6 4.75 4 0.75

2 1/2 7.00 0.88 4.13 2.75 2.88 3.56 2.47 8 5.50 4 0.75

3 7.50 0.94 5.00 2.75 3.50 4.25 3.07 10 6.00 4 0.75

3 1/2 8.50 0.94 5.50 2.81 4.00 4.81 3.55 12 7.00 8 0.75

4 9.00 0.94 6.19 3.00 4.50 5.31 4.03 15 7.50 8 0.75

5 10.00 0.94 7.31 3.50 5.56 6.44 5.05 19 8.50 8 0.88

6 11.00 1.00 8.50 3.50 6.63 7.56 6.07 24 9.50 8 0.88

8 13.50 1.13 10.63 4.00 8.63 9.69 7.98 39 11.75 8 0.88

10 16.00 1.19 12.75 4.00 10.75 12.00 10.02 52 14.25 12 1.00

12 19.00 1.25 15.00 4.50 12.75 14.38 12.00 80 17.00 12 1.00

14 21.00 1.38 16.25 5.00 14.00 15.75 13.25 110 18.75 12 1.13

16 23.50 1.44 18.50 5.00 16.00 18.00 15.25 140 21.25 16 1.13

18 25.00 1.56 21.00 5.50 18.00 19.88 17.25 150 22.75 16 1.25

20 27.50 1.69 23.00 5.69 20.00 22.00 19.25 180 25.00 20 1.25

22 29.50 1.81 25.25 5.88 22.00 24.25 21.25 225 27.25 20 1.38

24 32.00 1.88 27.25 6.00 24.00 26.13 23.25 260 29.50 20 1.38

Email:sales@metleader.com Tel:+86 13315770315

Class 150

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished with a 1/16" raised face unless

otherwise specified.
▪ Flat face option available.
▪ Standard Bore will be furnished unless otherwise specified.



ANSI/ASME B16.5 Welding Neck Flange

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised
Face

Diameter

Length
Thru
Hub

Point of
Weld

Hub
Diameter

Bore
Approximate

Weight
Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (A) (X) (B) (lbs) (C)

1/2 3.75 0.56 1.38 2.06 0.84 1.50 0.62 2 2.63 4 0.63

3/4 4.63 0.63 1.69 2.25 1.05 1.88 0.82 3 3.25 4 0.75

1 4.88 0.69 2.00 2.44 1.32 2.13 1.05 4 3.50 4 0.75

1 1/4 5.25 0.75 2.50 2.56 1.66 2.50 1.38 5 3.88 4 0.75

1 1/2 6.13 0.81 2.88 2.69 1.90 2.75 1.61 7 4.50 4 0.88

2 6.50 0.88 3.63 2.75 2.38 3.31 2.07 9 5.00 8 0.75

2 1/2 7.50 1.00 4.13 3.00 2.88 3.94 2.47 12 5.88 8 0.88

3 8.25 1.13 5.00 3.13 3.50 4.63 3.07 15 6.63 8 0.88

3 1/2 9.00 1.19 5.50 3.19 4.00 5.25 3.55 18 7.25 8 0.88

4 10.00 1.25 6.19 3.38 4.50 5.75 4.03 25 7.88 8 0.88

5 11.00 1.38 7.31 3.88 5.56 7.00 5.05 32 9.25 8 0.88

6 12.50 1.44 8.50 3.88 6.63 8.13 6.07 42 10.63 12 0.88

8 15.00 1.63 10.63 4.38 8.63 10.25 7.98 67 13.00 12 1.00

10 17.50 1.88 12.75 4.63 10.75 12.63 10.02 91 15.25 16 1.13

12 20.50 2.00 15.00 5.13 12.75 14.75 12.00 140 17.75 16 1.25

14 23.00 2.13 16.25 5.63 14.00 16.75 13.25 180 20.25 20 1.25

16 25.50 2.25 18.50 5.75 16.00 19.00 15.25 250 22.50 20 1.38

18 28.00 2.38 21.00 6.25 18.00 21.00 17.25 320 24.75 24 1.38

20 30.50 2.50 23.00 6.38 20.00 23.13 19.25 400 27.00 24 1.38

22 33.00 2.63 25.25 6.50 22.00 25.25 21.25 465 29.25 24 1.63

24 36.00 2.75 27.25 6.63 24.00 27.63 23.25 580 32.00 24 1.63

Class 300

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished with a 1/16" raised face unless

otherwise specified.
▪ Flat face option available.
▪ Standard Bore will be furnished unless otherwise specified.

Email:sales@metleader.com Tel:+86 13315770315



ANSI/ASME B16.5 Welding Neck Flange

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised
Face

Diameter

Length
Thru Hub

Hub
Diameter

Bore
Approximate

Weight
Bolt
Circle

Number
of Holes

Diameter
of Holes

(O) (T) (R) (Y) (X) (B) (lbs) (C)

1/2 3.75 0.56 1.38 2.06 1.50 Specified by
purchaser 2 2.63 4 0.63

3/4 4.63 0.63 1.69 2.25 1.88 Specified by
purchaser 4 3.25 4 0.75

1 4.88 0.69 2.00 2.44 2.13 Specified by
purchaser 4 3.50 4 0.75

1 1/4 5.25 0.81 2.50 2.63 2.50 Specified by
purchaser 6 3.88 4 0.75

1 1/2 6.13 0.88 2.88 2.75 2.75 Specified by
purchaser 8 4.50 4 0.88

2 6.50 1.00 3.63 2.88 3.31 Specified by
purchaser 12 5.00 8 0.75

2 1/2 7.50 1.13 4.13 3.13 3.94 Specified by
purchaser 18 5.88 8 0.88

3 8.25 1.25 5.00 3.25 4.63 Specified by
purchaser 23 6.63 8 0.88

3 1/2 9.00 1.38 5.50 3.38 5.25 Specified by
purchaser 26 7.25 8 1.00

4 10.00 1.38 6.19 3.50 5.75 Specified by
purchaser 35 7.88 8 1.00

5 11.00 1.50 7.31 4.00 7.00 Specified by
purchaser 43 9.25 8 1.00

6 12.50 1.63 8.50 4.06 8.13 Specified by
purchaser 57 10.63 12 1.00

8 15.00 1.88 10.63 4.63 10.25 Specified by
purchaser 89 13.00 12 1.13

10 17.50 2.13 12.75 4.88 12.63 Specified by
purchaser 125 15.25 16 1.25

12 20.50 2.25 15.00 5.38 14.75 Specified by
purchaser 175 17.75 16 1.38

14 23.00 2.38 16.25 5.88 16.75 Specified by
purchaser 230 20.25 20 1.38

16 25.50 2.50 18.50 6.00 19.00 Specified by
purchaser 295 22.50 20 1.50

18 28.00 2.63 21.00 6.50 21.00 Specified by
purchaser 350 24.75 24 1.50

20 30.50 2.75 23.00 6.63 23.13 Specified by
purchaser 425 27.00 24 1.63

22 33.00 2.88 25.25 6.75 25.25 Specified by
purchaser 505 29.25 24 1.75

24 36.00 3.00 27.25 6.88 27.63 Specified by
purchaser 620 32.00 24 1.88

Class 400

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished with a 1/16" raised face unless

otherwise specified.
▪ Flat face option available.
▪ Standard Bore will be furnished unless otherwise specified.

Email:sales@metleader.com Tel:+86 13315770315



ANSI/ASME B16.5 Welding Neck Flange

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised
Face

Diameter

Length
Thru
Hub

Point of
Weld

Hub
Diameter

Bore
Approximate

Weight
Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (A) (X) (B) (lbs) (C)

1/2 3.75 0.56 1.38 2.06 0.84 1.50 Specified by
purchaser 2 2.63 4 0.63

3/4 4.63 0.63 1.69 2.25 1.05 1.88 Specified by
purchaser 4 3.25 4 0.75

1 4.88 0.69 2.00 2.44 1.32 2.13 Specified by
purchaser 4 3.50 4 0.75

1 1/4 5.25 0.81 2.50 2.63 1.66 2.50 Specified by
purchaser 6 3.88 4 0.75

1 1/2 6.13 0.88 2.88 2.75 1.90 2.75 Specified by
purchaser 8 4.50 4 0.88

2 6.50 1.00 3.63 2.88 2.38 3.31 Specified by
purchaser 12 5.00 8 0.75

2 1/2 7.50 1.13 4.13 3.13 2.88 3.94 Specified by
purchaser 18 5.88 8 0.88

3 8.25 1.25 5.00 3.25 3.50 4.63 Specified by
purchaser 23 6.63 8 0.88

3 1/2 9.00 1.38 5.50 3.38 4.00 5.25 Specified by
purchaser 26 7.25 8 1.00

4 10.75 1.50 6.19 4.00 4.50 6.00 Specified by
purchaser 42 8.50 8 1.00

5 13.00 1.75 7.31 4.50 5.56 7.44 Specified by
purchaser 68 10.50 8 1.13

6 14.00 1.88 8.50 4.63 6.63 8.75 Specified by
purchaser 81 11.50 12 1.13

8 16.50 2.19 10.63 5.25 8.63 10.75 Specified by
purchaser 120 13.75 12 1.25

10 20.00 2.50 12.75 6.00 10.75 13.50 Specified by
purchaser 190 17.00 16 1.38

12 22.00 2.63 15.00 6.13 12.75 15.75 Specified by
purchaser 225 19.25 20 1.38

14 23.75 2.75 16.25 6.50 14.00 17.00 Specified by
purchaser 280 20.75 20 1.50

16 27.00 3.00 18.50 7.00 16.00 19.50 Specified by
purchaser 390 23.75 20 1.63

18 29.25 3.25 21.00 7.25 18.00 21.50 Specified by
purchaser 475 25.75 20 1.75

20 32.00 3.50 23.00 7.50 20.00 24.00 Specified by
purchaser 590 28.50 24 1.75

22 34.25 3.75 25.25 7.75 22.00 26.25 Specified by
purchaser 720 30.63 24 1.88

24 37.00 4.00 27.25 8.00 24.00 28.25 Specified by
purchaser 830 33.00 24 2.00

Class 600

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished with a 1/16" raised face unless

otherwise specified.
▪ Flat face option available.
▪ Standard Bore will be furnished unless otherwise specified.

Email:sales@metleader.com Tel:+86 13315770315
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ANSI/ASME B16.5 Welding Neck Flange

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised
Face

Diameter

Length
Thru Hub

Hub
Diameter

Bore
Approximate

Weight
Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (B) (lbs) (C)

1/2 4.75 0.88 1.38 2.38 1.50 Specified by
purchaser 5 3.25 4 0.88

3/4 5.13 1.00 1.69 2.75 1.75 Specified by
purchaser 6 3.50 4 0.88

1 5.88 1.13 2.00 2.88 2.06 Specified by
purchaser 9 4.00 4 1.00

1 1/4 6.25 1.13 2.50 2.88 2.50 Specified by
purchaser 10 4.38 4 1.00

1 1/2 7 1.25 2.88 3.25 2.75 Specified by
purchaser 13 4.88 4 1.13

2 8.5 1.50 3.63 4 4.13 Specified by
purchaser 25 6.50 8 1.00

2 1/2 9.63 1.63 4.13 4.06 4.88 Specified by
purchaser 36 7.50 8 1.13

3 9.50 1.50 5.00 4 5.00 Specified by
purchaser 31 7.50 8 1.00

4 11.50 1.75 6.19 4.5 6.25 Specified by
purchaser 53 9.25 8 1.25

5 13.75 2.00 7.31 5 7.50 Specified by
purchaser 86 11.00 8 1.38

6 15.00 2.19 8.50 5.5 9.25 Specified by
purchaser 110 12.50 12 1.25

8 18.5 2.50 10.63 6.38 11.75 Specified by
purchaser 175 15.50 12 1.50

10 21.5 2.75 12.75 7.25 14.50 Specified by
purchaser 260 18.5 16 1.50

12 24.00 3.13 15.00 7.88 16.50 Specified by
purchaser 325 21.00 20 1.50

14 25.25 3.38 16.25 8.38 17.75 Specified by
purchaser 400 22.00 20 1.63

16 27.75 3.50 18.5 8.5 20.00 Specified by
purchaser 495 24.25 20 1.75

18 31.00 4.00 21.00 9 22.25 Specified by
purchaser 680 27.00 20 2.00

20 33.75 4.25 23.00 9.75 24.50 Specified by
purchaser 830 29.50 20 2.13

24 41.00 5.50 27.25 11.5 29.50 Specified by
purchaser 1500 35.50 20 2.63

Class 900

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished with a 1/4" raised face unless

otherwise specified.
▪ Flat face option available.
▪ Standard Bore will be furnished unless otherwise specified

Email:sales@metleader.com Tel:+86 13315770315



ANSI/ASME B16.5 Welding Neck Flange

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised
Face

Diameter

Length
Thru
Hub

Point
of Weld

Hub
Diameter

Bore
Approximate

Weight
Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (A) (X) (B) (lbs) (C)

1/2 4.75 0.88 1.38 2.38 0.84 1.50 Specified by
purchaser 5 3.25 4 0.88

3/4 5.13 1.00 1.69 2.75 1.05 1.75 Specified by
purchaser 6 3.50 4 0.88

1 5.88 1.13 2.00 2.88 1.32 2.06 Specified by
purchaser 9 4.00 4 1.00

1 1/4 6.25 1.13 2.50 2.88 1.66 2.50 Specified by
purchaser 10 4.38 4 1.00

1 1/2 7.00 1.25 2.88 3.25 1.90 2.75 Specified by
purchaser 13 4.88 4 1.13

2 8.50 1.50 3.63 4.00 2.38 4.13 Specified by
purchaser 25 6.50 8 1.00

2 1/2 9.63 1.63 4.13 4.06 2.88 4.88 Specified by
purchaser 36 7.50 8 1.13

3 10.50 1.88 5.00 4.63 3.50 5.25 Specified by
purchaser 48 8.00 8 1.25

4 12.25 2.13 6.19 4.88 4.50 6.38 Specified by
purchaser 73 9.50 8 1.38

5 14.75 2.88 7.31 6.13 5.56 7.75 Specified by
purchaser 130 11.50 8 1.63

6 15.50 3.25 8.50 6.75 6.63 9.00 Specified by
purchaser 165 12.50 12 1.50

8 19.00 3.63 10.63 8.38 8.63 11.50 Specified by
purchaser 275 15.50 12 1.75

10 23.00 4.25 12.75 10.00 10.75 14.50 Specified by
purchaser 455 19.00 12 2.00

12 26.50 4.88 15.00 11.13 12.75 17.75 Specified by
purchaser 690 22.50 16 2.13

14 29.50 5.25 16.25 11.75 14.00 19.50 Specified by
purchaser 940 25.00 16 2.38

16 32.50 5.75 18.50 12.25 16.00 21.75 Specified by
purchaser 1250 27.75 16 2.63

18 36.00 6.38 21.00 12.88 18.00 23.50 Specified by
purchaser 1625 30.50 16 2.88

20 38.75 7.00 23.00 14.00 20.00 25.25 Specified by
purchaser 2050 32.75 16 3.13

24 46.00 8.00 27.25 16.00 24.00 30.00 Specified by
purchaser 3325 39.00 16 3.63

Class 1500

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished with a 1/4" raised face unless

otherwise specified.
▪ Flat face option available.
▪ Standard Bore will be furnished unless otherwise specified.

Email:sales@metleader.com Tel:+86 13315770315



ANSI/ASME B16.5 Welding Neck Flange

Nominal
Pipe Size

Outside
Diameter

Thickness
Raised
Face

Diameter

Length
Thru
Hub

Point
of Weld

Hub
Diameter

Bore
Approximate

Weight
Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (A) (X) (B) (lbs) (C)

1/2 5.25 1.19 1.38 2.88 0.84 1.69 Specified by
purchaser 7 3.5 4 0.88

3/4 5.5 1.25 1.69 3.13 1.05 2 Specified by
purchaser 8 3.75 4 0.88

1 6.25 1.38 2 3.5 1.32 2.25 Specified by
purchaser 12 4.25 4 1

1 1/4 7.25 1.5 2.5 3.75 1.66 2.88 Specified by
purchaser 17 5.13 4 1.13

1 1/2 8 1.75 2.88 4.38 1.9 3.13 Specified by
purchaser 25 5.75 4 1.25

2 9.25 2 3.63 5 2.38 3.75 Specified by
purchaser 42 6.75 8 1.13

2 1/2 10.5 2.25 4.13 5.63 2.88 4.5 Specified by
purchaser 52 7.75 8 1.25

3 12 2.63 5 6.63 3.5 5.25 Specified by
purchaser 94 9 8 1.38

4 14 3 6.19 7.5 4.5 6.5 Specified by
purchaser 145 10.75 8 1.63

5 16.5 3.63 7.31 9 5.56 8 Specified by
purchaser 245 12.75 8 1.88

6 19 4.25 8.5 10.75 6.63 9.25 Specified by
purchaser 380 14.5 8 2.13

8 21.75 5 10.63 12.5 8.63 12 Specified by
purchaser 580 17.25 12 2.13

10 26.5 6.5 12.75 16.5 10.75 14.75 Specified by
purchaser 1075 21.25 12 2.63

12 30 7.25 15 18.25 12.75 17.38 Specified by
purchaser 1525 24.38 12 2.88

Class 2500

Note:
▪ All dimensions are in inches.
▪ These flanges will be furnished with a 1/4" raised face unless

otherwise specified.
▪ Flat face option available.
▪ Standard Bore will be furnished unless otherwise specified.

Email:sales@metleader.com Tel:+86 13315770315



ASME B16.47 Series A Welding Neck Flange

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Length
Thru
Hub

Hub
Diameter

Minimum
Fillet
Radius

Top
of
Hub

Bore
Approximate

Weight
Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (r) (A) (B) (lbs) (C)

26 34.25 2.69 29.50 4.75 26.62 0.38 26 Specified
by purchaser 300 31.75 24 1.38

28 36.50 2.81 31.50 4.94 28.62 0.44 28 Specified
by purchaser 345 34.00 28 1.38

30 38.75 2.94 33.75 5.38 30.75 0.44 30 Specified
by purchaser 400 36.00 28 1.38

32 41.75 3.19 36.00 5.69 32.75 0.44 32 Specified
by purchaser 505 38.50 28 1.62

34 43.75 3.25 38.00 5.88 34.75 0.50 34 Specified
by purchaser 540 40.50 32 1.62

36 46.00 3.56 40.25 6.19 36.75 0.50 36 Specified
by purchaser 640 42.75 32 1.62

38 48.75 3.44 42.25 6.19 39.00 0.50 38 Specified
by purchaser 720 45.25 32 1.62

40 50.75 3.56 44.25 6.44 41.00 0.50 40 Specified
by purchaser 775 47.25 36 1.62

42 53.00 3.81 47.00 6.75 43.00 0.50 42 Specified
by purchaser 890 49.50 36 1.62

44 55.25 4.00 49.00 7.00 45.00 0.50 44 Specified
by purchaser 990 51.75 40 1.62

46 57.25 4.06 51.00 7.31 47.12 0.50 46 Specified
by purchaser 1060 53.75 40 1.62

48 59.50 4.25 53.50 7.56 49.12 0.50 48 Specified
by purchaser 1185 56.00 44 1.62

50 61.75 4.38 55.50 8.00 51.25 0.50 50 Specified
by purchaser 1270 58.25 44 1.88

52 64.00 4.56 57.50 8.25 53.25 0.50 52 Specified
by purchaser 1410 60.50 44 1.88

54 66.25 4.75 59.50 8.50 55.25 0.50 54 Specified
by purchaser 1585 62.75 44 1.88

56 68.75 4.88 62.00 9.00 57.38 0.50 56 Specified
by purchaser 1760 65.00 48 1.88

58 71.00 5.06 64.00 9.25 59.38 0.50 58 Specified
by purchaser 1915 67.25 48 1.88

60 73.00 5.19 66.00 9.44 61.38 0.50 60 Specified
by purchaser 2045 69.25 52 1.88

Class 150

Note:
▪ All ASME B16.47 CLASS 150# SERIES "A" weld neck flange dimensions are in inches.
▪ These ASME B16.47 CLASS 150# SERIES "A" weld neck flanges will be supplied with a

1/16" raised face unless otherwise specified.
▪ Flat face option available for ASME B16.47 CLASS 150# SERIES "A" weld neck flanges.

Email:sales@metleader.com Tel:+86 13315770315



ASME B16.47 Series A Welding Neck Flange

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Length
Thru
Hub

Hub
Diameter

Minimum
Fillet
Radius

Top
of
Hub

Bore
Approximate

Weight
Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (r) (A) (B) (lbs) (C)

26 38.25 3.12 29.50 7.25 28.38 0.38 26 Specified by
purchaser 605 34.50 28 1.75

28 40.75 3.38 31.50 7.75 30.50 0.44 28 Specified by
purchaser 745 37.00 28 1.75

30 43.00 3.62 33.75 8.25 32.56 0.44 30 Specified by
purchaser 870 39.25 28 1.88

32 45.25 3.88 36.00 8.75 34.69 0.44 32 Specified by
purchaser 1005 41.50 28 2.00

34 47.50 4.00 38.00 9.12 36.88 0.50 34 Specified by
purchaser 1145 43.50 28 2.00

36 50.00 4.12 40.25 9.50 39.00 0.50 36 Specified by
purchaser 1275 46.00 32 2.12

38 46.00 4.25 40.50 7.12 39.12 0.50 38 Specified by
purchaser 695 43.00 32 1.62

40 48.75 4.50 42.75 7.62 41.25 0.50 40 Specified by
purchaser 840 45.50 32 1.75

42 50.75 4.69 44.75 7.88 43.25 0.50 42 Specified by
purchaser 950 47.50 32 1.75

44 53.25 4.88 47.00 8.12 45.25 0.50 44 Specified by
purchaser 1055 49.75 32 1.88

46 55.75 5.06 49.00 8.50 47.38 0.50 46
Specified

by
purchaser

1235 52.00 28 2.00

48 57.75 5.25 51.25 8.81 49.38 0.50 48 Specified by
purchaser 1380 54.00 32 2.00

50 60.25 5.50 53.50 9.12 51.38 0.50 50 Specified by
purchaser 1530 56.25 32 2.12

52 62.25 5.69 55.50 9.38 53.38 0.50 52 Specified by
purchaser 1660 58.25 32 2.12

54 65.25 6.00 57.75 9.94 55.50 0.50 54 Specified by
purchaser 2050 61.00 28 2.38

56 67.25 6.06 59.75 10.25 57.62 0.50 56 Specified by
purchaser 2155 63.00 28 2.38

58 69.25 6.25 62.00 10.50 59.62 0.50 58 Specified by
purchaser 2270 65.00 32 2.38

60 71.25 6.44 64.00 10.75 61.62 0.50 60 Specified by
purchaser 2470 67.00 32 2.38

Class 300

Note:
▪ All ASME B16.47 CLASS 150# SERIES "A" weld neck flange dimensions are in inches.
▪ These ASME B16.47 CLASS 150# SERIES "A" weld neck flanges will be supplied with a

1/16" raised face unless otherwise specified.
▪ Flat face option available for ASME B16.47 CLASS 150# SERIES "A" weld neck flanges.

Email:sales@metleader.com Tel:+86 13315770315



ASME B16.47 Series A Welding Neck Flange

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Length
Thru
Hub

Hub
Diameter

Minimum
Fillet
Radius

Top
of
Hub

Bore
Approximate

Weight
Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (r) (A) (B) (lbs) (C)

26 38.25 3.50 29.50 7.62 28.62 0.44 26 Specified by
purchaser 650 34.50 28 1.88

28 40.75 3.75 31.50 8.12 30.81 0.50 28 Specified by
purchaser 785 37.00 28 2.00

30 43.00 4.00 33.75 8.62 32.94 0.50 30 Specified by
purchaser 905 39.25 28 2.12

32 45.25 4.25 36.00 9.12 35.00 0.50 32 Specified by
purchaser 1065 41.50 28 2.12

34 47.50 4.38 38.00 9.50 37.19 0.56 34 Specified by
purchaser 1200 43.50 28 2.12

36 50.00 4.50 40.25 9.88 39.38 0.56 36 Specified by
purchaser 1340 46.00 32 2.12

38 47.50 4.88 40.75 8.12 39.50 0.56 38 Specified by
purchaser 935 44.00 32 1.88

40 50.00 5.12 43.00 8.50 41.50 0.56 40 Specified by
purchaser 1090 46.25 32 2.00

42 52.00 5.25 45.00 8.81 43.62 0.56 42 Specified by
purchaser 1190 48.25 32 2.00

44 54.50 5.50 47.25 9.18 45.62 0.56 44 Specified by
purchaser 1375 50.50 32 2.12

46 56.75 5.75 49.50 9.62 47.75 0.56 46 Specified by
purchaser 1525 52.75 36 2.12

48 59.50 6.00 51.50 10.12 49.88 0.56 48 Specified by
purchaser 1790 55.25 28 2.38

50 61.75 6.19 53.62 10.56 52.00 0.56 50 Specified by
purchaser 1950 57.50 32 2.38

52 63.75 6.38 55.62 10.88 54.00 0.56 52 Specified by
purchaser 2125 59.50 32 2.38

54 67.00 6.69 57.88 11.38 56.12 0.56 54 Specified by
purchaser 2565 62.25 28 2.62

56 69.00 6.88 60.12 11.75 58.25 0.56 56 Specified by
purchaser 2710 64.25 32 2.62

58 71.00 7.00 62.12 12.06 60.25 0.56 58 Specified by
purchaser 3230 66.25 32 2.62

60 74.25 7.31 64.38 12.56 62.38 0.56 60 Specified by
purchaser 3820 69.00 32 2.88

Class 400

Note:
▪ All ASME B16.47 CLASS 150# SERIES "A" weld neck flange dimensions are in inches.
▪ These ASME B16.47 CLASS 150# SERIES "A" weld neck flanges will be supplied with a

1/16" raised face unless otherwise specified.
▪ Flat face option available for ASME B16.47 CLASS 150# SERIES "A" weld neck flanges.

Email:sales@metleader.com Tel:+86 13315770315



ASME B16.47 Series A Welding Neck Flange

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Length
Thru
Hub

Hub
Diameter

Minimum
Fillet
Radius

Top
of
Hub

Bore
Approximate

Weight
Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (r) (A) (B) (lbs) (C)

26 40.00 4.25 29.50 8.75 29.44 0.50 26 Specified by
purchaser 940 36.00 28 2.00

28 42.25 4.38 31.50 9.25 31.62 0.50 28 Specified by
purchaser 1060 38.00 28 2.12

30 44.50 4.50 33.75 9.75 33.94 0.50 30 Specified by
purchaser 1210 40.25 28 2.12

32 47.00 4.62 36.00 10.25 36.12 0.50 32 Specified by
purchaser 1375 42.50 28 2.38

34 49.00 4.75 38.00 10.62 38.31 0.56 34 Specified by
purchaser 1540 44.50 28 2.38

36 51.75 4.88 40.25 11.12 40.62 0.56 36 Specified by
purchaser 1705 47.00 28 2.62

38 50.00 6.00 41.50 10.00 40.25 0.56 38 Specified by
purchaser 1470 45.75 28 2.38

40 52.00 6.25 43.75 10.38 42.25 0.56 40 Specified by
purchaser 1630 47.75 32 2.38

42 55.25 6.62 46.00 11.00 44.38 0.56 42 Specified by
purchaser 2030 50.50 28 2.62

44 57.25 6.81 48.25 11.38 46.50 0.56 44 Specified by
purchaser 2160 52.50 32 2.62

46 59.50 7.06 50.25 11.81 48.62 0.56 46 Specified by
purchaser 2410 54.75 32 2.62

48 62.75 7.44 52.50 12.44 50.75 0.56 48 Specified by
purchaser 2855 57.50 32 2.88

50 65.75 7.75 54.50 12.94 52.88 0.56 50 Specified by
purchaser 3330 60.00 28 3.12

52 67.75 8.00 56.50 13.25 54.88 0.56 52 Specified by
purchaser 3560 62.00 32 3.12

54 70.00 8.25 58.75 13.75 57.00 0.56 54 Specified by
purchaser 3920 64.25 32 3.12

56 73.00 8.56 60.75 14.25 59.12 0.62 56 Specified by
purchaser 4280 66.75 32 3.38

58 75.00 8.75 63.00 14.56 61.12 0.62 58 Specified by
purchaser 4640 68.75 32 3.38

60 78.50 9.19 65.25 15.31 63.38 0.69 60 Specified by
purchaser 5000 71.75 28 3.62

Class 600

Note:
▪ All ASME B16.47 CLASS 150# SERIES "A" weld neck flange dimensions are in inches.
▪ These ASME B16.47 CLASS 150# SERIES "A" weld neck flanges will be supplied with a

1/16" raised face unless otherwise specified.
▪ Flat face option available for ASME B16.47 CLASS 150# SERIES "A" weld neck flanges.

Email:sales@metleader.com Tel:+86 13315770315



ASME B16.47 Series A Welding Neck Flange

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Length
Thru
Hub

Hub
Diameter

Minimum
Fillet
Radius

Top
of
Hub

Bore
Approximate

Weight
Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (r) (A) (B) (lbs) (C)

26 42.75 5.50 29.50 11.25 30.50 0.44 26 Specified by
purchaser 1525 37.50 20 2.88

28 46.00 5.62 31.50 11.75 32.75 0.50 28 Specified by
purchaser 1810 40.25 20 3.12

30 48.50 5.88 33.75 12.25 35.00 0.50 30 Specified by
purchaser 2120 42.75 20 3.12

32 51.75 6.25 36.00 13.00 37.25 0.50 32 Specified by
purchaser 2545 45.50 20 3.38

34 55.00 6.50 38.00 13.75 39.62 0.56 34 Specified by
purchaser 2970 48.25 20 3.62

36 57.50 6.75 40.25 14.25 41.88 0.56 36 Specified by
purchaser 3395 50.75 20 3.62

38 57.50 7.50 43.25 13.88 42.25 0.75 38 Specified by
purchaser 3385 50.75 20 3.62

40 59.50 7.75 45.75 14.31 44.38 0.81 40 Specified by
purchaser 3620 52.75 24 3.62

42 61.50 8.12 47.75 14.62 46.31 0.81 42 Specified by
purchaser 3960 54.75 24 3.62

44 64.88 8.44 50.00 15.38 48.62 0.88 44 Specified by
purchaser 4300 57.62 24 3.88

46 68.25 8.88 52.50 16.18 50.88 0.88 46 Specified by
purchaser 4640 60.50 24 4.12

48 70.25 9.19 54.50 16.50 52.88 0.94 48 Specified by
purchaser 4980 62.50 24 4.12

Class 900

Note:
▪ All ASME B16.47 CLASS 150# SERIES "A" weld neck flange dimensions are in inches.
▪ These ASME B16.47 CLASS 150# SERIES "A" weld neck flanges will be supplied with a

1/16" raised face unless otherwise specified.
▪ Flat face option available for ASME B16.47 CLASS 150# SERIES "A" weld neck flanges.

Email:sales@metleader.com Tel:+86 13315770315



ASME B16.47 Series B Welding Neck Flange

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Length
Thru

Hub
Diameter

Minimum
Fillet

Top
of

Bore Approximate
Weight

Bolt
Circle

Number
of Holes

Diameter
of Holes(O) (T) (R) (Y) (X) (r) (A) (B) (lbs) (C)

26 30.00 1.31 27.75 2.31 26.62 0.31 26.06 Specified by
purchaser 80 28.50 36 0.75

28 32.00 1.31 29.75 2.44 28.62 0.31 28.06 Specified by
purchaser 85 30.50 40 0.75

30 34.00 1.31 31.75 2.56 30.62 0.31 30.06 Specified by
purchaser 90 32.50 44 0.75

32 36.00 1.38 33.75 2.75 32.62 0.31 32.06 Specified by
purchaser 105 34.50 48 0.75

34 38.00 1.38 35.75 2.88 34.62 0.31 34.06 Specified by
purchaser 110 36.50 52 0.75

36 40.69 1.44 38.00 3.38 36.81 0.38 36.06 Specified by
purchaser 145 39.06 40 0.88

38 42.69 1.50 40.00 3.50 38.81 0.38 38.06 Specified by
purchaser 160 41.06 40 0.88

40 44.69 1.50 42.00 3.62 40.81 0.38 40.06 Specified by
purchaser 170 43.06 44 0.88

42 46.69 1.56 44.00 3.75 42.81 0.38 42.06 Specified by
purchaser 185 45.06 48 0.88

44 49.25 1.69 46.25 4.12 44.88 0.38 44.06 Specified by
purchaser 230 47.38 36 1.00

46 51.25 1.75 48.25 4.25 46.88 0.38 46.06 Specified by
purchaser 245 49.38 40 1.00

48 53.25 1.81 50.25 4.38 48.88 0.38 48.06 Specified by
purchaser 270 51.38 44 1.00

50 55.25 1.88 52.25 4.56 50.94 0.38 50.06 Specified by
purchaser 290 53.38 44 1.00

52 57.38 1.88 54.25 4.75 52.94 0.38 52.06 Specified by
purchaser 310 55.50 48 1.00

54 59.38 1.94 56.25 4.94 55.00 0.38 54.06 Specified by
purchaser 340 57.50 48 1.00

56 62.00 2.00 58.50 5.31 57.12 0.44 56.06 Specified by
purchaser 400 59.88 40 1.12

58 64.00 2.06 60.50 5.44 59.12 0.44 58.06 Specified by
purchaser 430 61.88 44 1.12

60 66.00 2.19 62.50 5.69 61.12 0.44 60.06 Specified by
purchaser 475 63.88 44 1.12

Class 75

Note:
▪ All dimensions are in inches.
▪ These flanges will be supplied with a 1/16" raised face unless otherwise specified.
▪ Flat face option available.
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ASME B16.47 Series B Welding Neck Flange

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Length
Thru
Hub

Hub
Diameter

Minimum
Fillet
Radius

Top
of
Hub

Bore
Approximate

Weight
Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (r) (A) (B) (lbs) (C)

26 30.94 1.62 28 3.5 26.94 0.38 26.06 Specified by
purchaser 120 29.31 36 0.88

28 32.94 1.75 30 3.75 28.94 0.38 28.06 Specified by
purchaser 140 31.31 40 0.88

30 34.94 1.75 32 3.94 31 0.38 30.06 Specified by
purchaser 150 33.31 44 0.88

32 37.06 1.81 34 4.25 33.06 0.38 32.06 Specified by
purchaser 170 35.44 48 0.88

34 39.56 1.94 36.25 4.34 35.12 0.38 34.06 Specified by
purchaser 210 37.69 40 1

36 41.62 2.06 38.25 4.62 37.19 0.38 36.06 Specified by
purchaser 240 39.75 44 1

38 44.25 2.12 40.25 4.88 39.25 0.38 38.12 Specified by
purchaser 290 42.12 40 1.12

40 46.25 2.19 42.5 5.06 41.31 0.38 40.12 Specified by
purchaser 310 44.12 44 1.12

42 48.25 2.31 44.5 5.25 43.38 0.44 42.12 Specified by
purchaser 345 46.12 48 1.12

44 50.25 2.38 46.5 5.38 45.38 0.44 44.12 Specified by
purchaser 370 48.12 52 1.12

46 52.81 2.44 48.62 5.69 47.44 0.44 46.12 Specified by
purchaser 435 50.56 40 1.25

48 54.81 2.56 50.75 5.88 49.5 0.44 48.12 Specified by
purchaser 480 52.56 44 1.25

50 56.81 2.69 52.75 6.06 51.5 0.44 50.12 Specified by
purchaser 520 54.56 48 1.25

52 58.81 2.75 54.75 6.19 53.56 0.44 52.12 Specified by
purchaser 550 56.56 52 1.25

54 61 2.81 56.75 6.38 55.62 0.44 54.12 Specified by
purchaser 620 58.75 56 1.25

56 63 2.88 58.75 6.56 57.69 0.56 56.12 Specified by
purchaser 650 60.75 60 1.25

58 65.94 2.94 60.75 6.88 59.69 0.56 58.12 Specified by
purchaser 780 63.44 48 1.38

60 67.94 3 63 7.06 61.81 0.56 60.12 Specified by
purchaser 850 65.44 52 1.38

Class 150

Note:
▪ All dimensions are in inches.
▪ These flanges will be supplied with a 1/16" raised face unless otherwise specified.
▪ Flat face option available.
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ASME B16.47 Series B Welding Neck Flange

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Length
Thru
Hub

Hub
Diameter

Minimum
Fillet
Radius

Top
of
Hub

Bore
Approximate

Weight
Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (r) (A) (B) (lbs) (C)

26 34.12 3.50 29.00 5.69 27.62 0.56 26.19 Specified by
purchaser 400 31.62 32 1.38

28 36.25 3.50 31.00 5.88 29.75 0.56 28.19 Specified by
purchaser 450 33.75 36 1.38

30 39.00 3.69 33.25 6.22 32.00 0.56 30.25 Specified by
purchaser 550 36.25 36 1.50

32 41.50 4.06 35.50 6.62 34.00 0.62 32.25 Specified by
purchaser 685 38.50 32 1.62

34 43.62 4.06 37.50 6.81 36.12 0.62 34.25 Specified by
purchaser 750 40.62 36 1.62

36 46.12 4.06 39.75 7.12 38.00 0.62 36.25 Specified by
purchaser 840 42.88 32 1.75

38 48.12 4.38 41.75 7.56 40.00 0.62 38.25 Specified by
purchaser 915 44.88 36 1.75

40 50.12 4.56 43.88 7.81 42.00 0.62 40.25 Specified by
purchaser 990 46.88 40 1.75

42 52.50 4.69 46.00 8.06 44.00 0.62 42.31 Specified by
purchaser 1135 49.00 36 1.88

44 54.50 5.00 48.00 8.44 46.19 0.62 44.31 Specified by
purchaser 1235 51.00 40 1.88

46 57.50 5.06 50.00 8.75 48.38 0.62 46.31 Specified by
purchaser 1470 53.75 36 2.00

48 59.50 5.06 52.25 8.81 50.31 0.62 48.31 Specified by
purchaser 1575 55.75 40 2.00

50 61.50 5.44 54.25 9.25 52.38 0.62 50.31 Specified by
purchaser 1710 57.75 44 2.00

52 63.50 5.62 56.25 9.56 54.44 0.62 52.31 Specified by
purchaser 1840 59.75 48 2.00

54 65.88 5.38 58.25 9.44 56.50 0.62 54.31 Specified by
purchaser 1980 62.12 48 2.00

56 69.50 6.06 60.50 10.56 58.81 0.69 56.31 Specified by
purchaser 2595 65.00 36 2.38

58 71.94 6.06 62.75 10.81 60.94 0.69 58.31 Specified by
purchaser 2770 67.44 40 2.38

60 73.94 5.94 65.00 10.69 62.94 0.69 60.31 Specified by
purchaser 2870 69.44 40 2.38

Class 300

Note:
▪ All dimensions are in inches.
▪ These flanges will be supplied with a 1/16" raised face unless otherwise specified.
▪ Flat face option available.

Email:sales@metleader.com Tel:+86 13315770315



ASME B16.47 Series B Welding Neck Flange

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Length
Thru
Hub

Hub
Diameter

Minimum
Fillet
Radius

Top
of
Hub

Bore
Approximate

Weight
Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (r) (A) (B) (lbs) (C)

26 35.00 4.38 28.62 7.12 27.50 0.50 26 Specified by
purchaser 550 31.75 28 1.75

28 37.50 4.56 30.88 7.50 29.62 0.50 28 Specified by
purchaser 650 34.00 28 1.88

30 40.25 4.94 33.12 8.06 31.75 0.50 30 Specified by
purchaser 810 36.50 28 2.00

32 42.75 5.12 35.25 8.50 33.88 0.50 32 Specified by
purchaser 950 38.75 28 2.12

34 45.75 5.56 37.50 9.19 36.00 0.56 34 Specified by
purchaser 1205 41.50 24 2.38

36 47.75 5.75 39.75 9.56 38.12 0.56 36 Specified by
purchaser 1340 43.50 28 2.38

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Length
Thru
Hub

Hub
Diameter

Minimum
Fillet
Radius

Top
of
Hub

Bore
Approximate

Weight
Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (r) (A) (B) (lbs) (C)

26 33.50 3.50 28.00 5.88 27.12 0.44 26 Specified by
purchaser 360 30.75 28 1.50

28 36.00 3.75 30.00 6.25 29.12 0.50 28 Specified by
purchaser 450 33.00 24 1.62

30 38.25 4.00 32.25 6.69 31.25 0.50 30 Specified by
purchaser 530 35.25 28 1.62

32 40.75 4.25 34.38 7.06 33.25 0.50 32 Specified by
purchaser 635 37.50 28 1.75

34 42.75 4.38 36.50 7.38 35.38 0.56 34 Specified by
purchaser 690 39.50 32 1.75

36 45.50 4.69 38.62 7.88 37.50 0.56 36 Specified by
purchaser 855 42.00 28 1.88

Class 400

Note:
▪ All dimensions are in inches.
▪ These flanges will be supplied with a 1/16" raised face unless otherwise specified.
▪ Flat face option available.

Class 600

Email:sales@metleader.com Tel:+86 13315770315



ASME B16.47 Series B Welding Neck Flange

Nominal
Pipe Size

Outside
Diameter

Minimum
Thickness

Raised
Face

Diameter

Length
Thru
Hub

Hub
Diameter

Minimum
Fillet
Radius

Top
of
Hub

Bore
Approximate

Weight
Bolt
Circle Number

of Holes
Diameter
of Holes

(O) (T) (R) (Y) (X) (r) (A) (B) (lbs) (C)

26 40.25 5.31 30.00 10.19 29.25 0.44 26 Specified by
purchaser 1050 35.50 20 2.62

28 43.50 5.81 32.25 10.88 31.38 0.50 28 Specified by
purchaser 1520 38.25 20 2.88

30 46.50 6.12 34.50 11.38 33.50 0.50 30 Specified by
purchaser 1820 40.75 20 3.12

32 48.75 6.31 36.50 11.94 35.75 0.50 32 Specified by
purchaser 2065 43.00 20 3.12

34 51.75 6.75 39.00 12.56 37.88 0.56 34 Specified by
purchaser 2450 45.50 20 3.38

36 53.00 6.81 40.50 12.81 40.00 0.56 36 Specified by
purchaser 2520 47.25 24 3.12

Class 900

Note:
▪ All dimensions are in inches.
▪ These flanges will be supplied with a 1/16" raised face unless otherwise specified.
▪ Flat face option available.
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DIN-Welding Neck Flange

Pipe Flange Neck Raised face Screws
Weight of a flange

(7,85 Kg/dm3)

Rated d1
D b k h1 d3 s r h2 d4 f NO. Thread d2 Kg

Diameter ISO Series 1 DIN Series 2

15 - 20 80 12 55 30 28 2 4 6 40 2 4 M 10 11 0,392
21,3 - 30

20 - 25 90 14 65 32 35 2,3 4 6 50 2 4 M 10 11 0,592
26,9 - 38

25 - 30 100 14 75 35 40 2,6 4 6 60 2 4 M 10 11 0,747
33,7 - 42

32 - 38 120 14 90 35 50 2,6 6 6 70 2 4 M 12 14 1,05
42,4 - 55

40 - 44,5 130 14 100 38 58 2,6 6 7 80 3 4 M 12 14 1,18
48,3 - 62

50 - 57 140 14 110 38 70 2,9 6 8 90 3 4 M 12 14 1,34
60,3 - 74

65 76,1 - 160 14 130 38 88 2,9 6 9 110 3 4 M 12 14 1,67
80 88,9 - 190 16 150 42 102 3,2 8 10 128 3 4 M 16 18 2,71

100 - 108 210 16 170 45 122 3,6 8 10 148 3 4 M 16 18 3,24
114,3 130

125 - 133 240 18 200 48 148 4 8 10 178 3 8 M 16 18 4,49
139,7 - 155

150 - 159 265 18 225 48 172 4,5 10 12 202 3 8 M 16 18 5,15
168,3 - 184

200 219,1 - 320 20 280 55 236 5,9 10 15 258 3 8 M 16 18 7,78

250 - 267 375 22 335 60 282 6,3 12 15 312 3 12 M 16 18 10,8
273 - 290

300 323,9 - 440 22 395 62 342 7,1 15 15 365 4 12 M 20 22 14

350 355,6 - 490 22 445 62 385 7,1 12 15 415 4 12 M 20 22 18,5
- 368 16,7

400 406,4 - 540 22 495 65 438 7,1 12 15 465 4 16 M 20 22 21,2
- 419 19

500 508 - 645 24 600 68 538 7,1 12 15 570 4 20 M 20 22 28,6
600 610 - 755 24 705 70 640 7,1 12 16 670 5 20 M 24 26 31,5
700 711 - 860 24 810 70 740 7,1 12 16 775 5 24 M 24 26 37,4
800 813 - 975 24 920 70 842 7,1 12 16 880 5 24 M 27 30 46,1
900 914 - 1075 26 1020 70 942 7,1 12 16 980 5 24 M 27 30 55,6
1000 1016 - 1175 26 1120 70 1045 7,1 16 16 1080 5 28 M 27 30 61,9
1200 1220 - 1405 28 1340 90 1248 8 16 20 1295 5 32 M 30 33 100
1400 1420 - 1630 32 1560 90 1452 8 16 20 1510 5 36 M 33 36 149
1600 1620 - 1830 34 1760 90 1655 9 16 20 1710 5 40 M 33 36 180
1800 1820 - 2045 36 1970 100 1855 10 16 20 1920 5 44 M 36 39 225
2000 2020 - 2265 38 2180 110 2058 11 16 25 2125 5 48 M 39 42 295
2200 2220 - 2475 42 2390 115 2260 12 18 25 2335 6 52 M 39 42 361
2400 2420 - 2685 44 2600 125 2462 13 18 25 2545 6 56 M 39 42 415
2600 2620 - 2905 46 2810 130 2665 14 18 25 2750 6 60 M 45 48 530
2800 2820 - 3115 48 3020 135 2865 15 18 30 2960 6 64 M 45 48 643
3000 3020 - 3315 50 3220 140 3068 16 18 30 3160 6 68 M 45 48 777
3200 3220 - 3525 54 3430 150 3272 16 20 30 3370 6 72 M 45 48 851
3400 3420 - 3735 56 3640 160 2475 18 20 35 3580 6 76 M 45 48 993
3600 3620 - 3970 60 3860 165 3678 18 20 35 3790 6 80 M 52 56 1001

unit:mm

DIN 2631 PN6

Email:sales@metleader.com Tel:+86 13315770315



DIN-Welding Neck Flange

Pipe Flange Neck Raised face Screws
Weight of a flange

(7,85 Kg/dm3)

Rated d1
D b k h1 d3 s r h2 d4 f Number Thread d2 Kg

Diameter ISO Series 1 DIN Series 2

21,3 20 95 14 65 35 30 2 4 6 45 2 4 M 12 14 0,648 0,648
- 32

20 - 25 105 16 75 38 38 2,3 4 6 58 2 4 M 12 14 0,952
26,9 - 40

25 - 30 115 16 85 38 42 2,6 4 6 68 2 4 M 12 14 1,14
33,7 - 45

32 - 38 140 16 100 40 52 2,6 6 6 78 2 4 M 16 18 1,69
42,4 - 56

40 - 44,5 150 16 110 42 60 2,6 6 7 88 3 4 M 16 18 1,86
48,3 - 64

50 - 57 165 18 125 45 72 2,9 6 8 102 3 4 M 16 18 2,53
60,3 - 75

65 76,1 - 185 18 145 45 90 2,9 6 10 122 3 4 M 16 18 3,06
80 88,9 - 200 20 160 50 105 3,2 8 10 138 3 8 M 16 18 3,7

100 - 108 220 20 180 52 125 3,6 8 12 158 3 8 M 16 18 4,62
114,3 - 131

125 - 133 250 22 210 55 150 4 8 12 188 3 8 M 16 18 6,3
139,7 - 156

150 - 159 285 22 240 55 175 4,5 10 12 212 3 8 M 20 22 7,75
168,3 - 184

200 219,1 - 340 24 295 62 235 5,9 10 16 268 3 8 M 20 22 11,3

250 - 267 395 26 350 68 285 6,3 12 16 320 3 12 M 20 22 14,7
273 - 292

300 323,9 - 445 26 400 68 344 7,1 12 16 370 4 12 M 20 22 17,4

350 355,6 - 505 26 460 68 385 7,1 12 16 430 4 16 M 20 22 23,6
- 368 21,6

400 406,4 - 565 26 515 72 440 7,1 12 16 482 4 16 M 24 26 28,6
- 419 26,2

450 457 - 615 28 565 72 488 7,1 12 16 532 4 20 M 24 26 31,5
500 508 - 670 28 620 75 542 7,1 12 16 585 4 20 M 24 26 38,1
600 610 - 780 28 725 80 642 7,1 12 18 685 5 20 M 27 30 44,6
700 711 - 895 30 840 80 745 8 12 18 800 5 24 M 27 30 62,4
800 813 - 1015 32 950 90 850 8 12 18 905 5 24 M 30 33 84,1
900 914 - 1115 34 1050 95 950 10 12 20 1005 5 28 M 30 33 98,5
1000 1016 - 1230 34 1160 95 1052 10 16 20 1110 5 28 M 33 36 115
1200 1220 - 1455 38 1380 115 1255 11 16 25 1330 5 32 M 36 39 182
1400 1420 - 1675 42 1590 120 1460 12 16 25 1535 5 36 M 39 42 248
1600 1620 - 1915 46 1820 130 1665 14 16 25 1760 5 40 M 45 48 347
1800 1820 - 2115 50 2020 140 1868 15 16 30 1960 5 44 M 45 48 430
2000 2020 - 2325 54 2230 150 2072 16 16 30 2170 5 48 M 45 48 539
2200 2220 - 2550 58 2440 160 2275 18 18 35 2370 6 52 M 52 56 658
2400 2420 - 2760 62 2650 170 2478 20 18 35 2570 6 56 M 52 56 825
2600 2620 - 2960 66 2850 180 2680 22 18 40 2780 6 60 M 52 56 979
2800 2820 - 3180 70 3070 190 2882 22 18 40 3000 6 64 M 52 56 1156
3000 3020 - 3405 75 3290 200 3085 24 18 45 3210 6 68 M 56 62 1402

unit:mm

DIN 2632 PN10



DIN-Welding Neck Flange

Pipe Flange Neck Raised face Screws
Weight of a flange

(7,85 Kg/dm3)

Rated d1
D b k h1 d3 s r h2 d4 f Number Thread d2 Kg

Diameter ISO Series 1 DIN Series 2

15 - 20 95 14 65 35 30 2 4 6 45 2 4 M 12 14 0,648
21,3 - 32

20 - 25 105 16 75 38 38 2,3 4 6 58 2 4 M 12 14 0,952
26,9 - 40

25 - 30 115 16 85 38 42 2,6 4 6 68 2 4 M 12 14 1,14
33,7 - 45

32 - 38 140 16 100 40 52 2,6 6 6 78 2 4 M 16 18 1,69
42,4 - 56

40 - 44,5 150 16 110 42 60 2,6 6 7 88 3 4 M 16 18 1,86
48,3 - 64

50 - 57 165 18 125 45 72 2,9 6 8 102 3 4 M 16 18 2,53
60,3 - 75

65 76,1 - 185 18 145 45 90 2,9 6 10 122 3 4 M 16 18 3,06
80 88,9 - 200 20 160 50 105 3,2 8 10 138 3 8 M 16 18 3,7

100 - 108 220 20 180 52 125 3,6 8 12 158 3 8 M 16 18 4,62
114,3 - 131

125 - 133 250 22 210 55 150 4 8 12 188 3 8 M 16 18 6,3
139,7 - 156

150 - 159 285 22 240 55 175 4,5 10 12 212 3 8 M 20 22 7,75
168,3 - 184

175 193,7 - 315 24 270 60 210 5,4 10 12 242 3 8 M 20 22 9,85
200 219,1 - 340 24 295 62 235 5,9 10 16 268 3 12 M 20 22 11

250 - 267 405 26 355 70 285 6,3 12 16 320 3 12 M 24 26 15,6
273 - 292

300 323,9 - 460 28 410 78 344 7,1 12 16 378 4 12 M 24 26 22

350 355,6 - 520 30 470 82 390 8 12 16 438 4 16 M 24 26 31,2
- 368 28,8

400 406,4 - 580 32 525 85 445 8 12 16 490 4 16 M 27 30 39,3
- 419 36,3

450 457 - 640 34 585 85 490 8 12 16 550 4 20 M 27 30 44,3
500 508 - 715 34 650 90 548 8 12 16 610 4 20 M 30 33 61
600 610 - 840 36 770 95 652 8,8 12 18 725 5 20 M 33 36 75,4
700 711 - 910 36 840 100 755 8,8 12 18 795 5 24 M 33 36 77
800 813 - 1025 38 950 105 855 10 12 20 900 5 24 M 36 39 101
900 914 - 1125 40 1050 110 955 10 12 20 1000 5 28 M 36 39 122
1000 1016 - 1255 42 1170 120 1058 10 16 22 1115 5 28 M 39 42 162
1200 1220 - 1485 48 1390 130 1262 13 16 30 1330 5 32 M 45 48 243
1400 1420 - 1685 52 1590 145 1465 14 16 30 1530 5 36 M 45 48 323
1600 1620 - 1930 58 1820 160 1668 16 16 35 1750 5 40 M 52 56 479
1800 1820 - 2130 62 2020 170 1870 17,5 16 35 1950 5 44 M 52 56 599
2000 2020 - 2345 66 2230 180 2072 20 16 40 2150 5 48 M 56 62 719

unit:mm

DIN 2633 PN16

Email:sales@metleader.com Tel:+86 13315770315



DIN-Welding Neck Flange

Pipe Flange Neck Raised face Screws
Weight of a flange

(7,85 Kg/dm3)

Rated d1
D b k h1 d3 s r h2 d4 f Number Thread d2 Kg

Diameter ISO Series 1 DIN Series 2

15 - 20 95 16 65 38 30 2 4 6 45 2 4 M 12 14 0,746
21,3 - 32

20 - 25 105 18 75 40 38 2,3 4 6 58 2 4 M 12 14 1,06
26,9 - 40

25 - 30 115 18 85 40 42 2,6 4 6 68 2 4 M 12 14 1,29
33,7 - 45

32 - 38 140 18 100 42 52 2,6 6 6 78 2 4 M 16 18 1,88
42,4 - 56

40 - 44,5 150 18 110 45 60 2,6 6 7 88 3 4 M 16 18 2,33
48,3 - 64

50 - 57 165 20 125 48 72 2,9 6 8 102 3 4 M 16 18 2,82
60,3 - 75

65 76,1 - 185 22 145 52 90 2,9 6 10 122 3 8 M 16 18 3,74

80 88,9 - 200 24 160 58 105 3,2 8 12 138 3 8 M 16 18 4,75

100 - 108 235 24 190 65 128 3,6 8 12 162 3 8 M 20 22 6,52
114,3 - 134

125 - 133 270 26 220 68 155 4 8 12 188 3 8 M 24 26 9,07
139,7 - 162

150 - 159 300 28 250 75 182 4,5 10 12 218 3 8 M 24 26 11,8
168,3 - 19290

-175 193,7 - 350 28 280 75 218 5,6 10 15 248 3 12 M 24 26 13,4

200 219,1 - 360 30 310 80 244 6,3 10 16 278 3 12 M 24 26 17

250 - 267 425 32 370 88 292 7,1 12 18 335 3 12 M 27 30 24,4
273 - 298

300 323,9 - 485 34 430 92 352 8 12 18 395 4 16 M 27 30 31,2

350 355,6 - 555 38 490 100 398 8 12 20 450 4 16 M 30 33 47,2

- 368 44,32

400 406,4 - 620 40 550 110 452 8,8 12 20 505 4 16 M 33 36 61,7

- 419 57,9

450 457 - 670 42 600 110 500 8,8 12 20 550 4 20 M 33 36 71,9

500 508 - 730 44 660 125 558 10 12 20 615 4 20 M 33 36 89,6

600 610 - 845 46 770 125 660 11 12 20 720 5 20 M 36 39 104

700 711 - 960 46 875 125 760 13 20 24 820 5 24 M 39 42 136

800 813 - 1085 50 990 135 865 14 22 24 930 5 24 M 45 48 186

900 914 - 1185 54 1090 145 968 16 24 28 1030 5 28 M 45 48 236

1000 1016 - 1320 58 1210 155 1070 18 24 28 1140 5 28 M 52 56 307

unit:mm

DIN 2634 PN25

Email:sales@metleader.com Tel:+86 13315770315



DIN-Welding Neck Flange

Pipe Flange Neck Raised face Screws
Weight of a flange

(7,85 Kg/dm3)

Rated d1

D b k h1 d3 s r h2 d4 f Number Thread d2 Kg
Diameter ISO Series 1 DIN Series 2

- 20 95 16 65 38 30 2 4 6 45 2 4 4 M 12 0,746 0,746
21,3 - 32

20
- 25

105 18 75 40
38

2,3 4 6 58 2 4 M 12 14 1,06
26,9 - 40

25
- 30

115 18 85 40
42

2,6 4 6 68 2 4 M 12 14 1,29
33,7 - 45

32
- 38

140 18 100 42
52

2,6 6 6 78 2 4 M 16 18 1,88
42,4 - 56

40
- 44,5

150 18 110 45
60

2,6 6 7 88 3 4 M 16 18 2,33
48,3 - 64

50
- 57

165 20 125 48
72

2,9 6 8 102 3 4 M 16 18 2,82
60,3 - 75

65 76,1 - 185 22 145 52 90 2,9 6 10 122 3 8 M 16 18 3,74

80 88,9 - 200 24 160 58 105 3,2 8 12 138 3 8 M 16 18 4,75

100
- 108

235 24 190 65
128

3,6 8 12 162 3 8 M 20 22 6,52
114,3 - 134

125
- 133

270 26 220 68
155

4 8 12 188 3 8 M 24 26 9,07
139,7 - 162

150
- 159

300 28 250 75
182

4,5 10 12 218 3 8 M 24 26 11,8
168,3 - 192

175 193,7 - 350 32 295 82 218 5,6 10 15 260 3 12 M 27 30 18,2

200 219,1 - 375 34 320 88 244 6,3 10 16 285 3 12 M 27 30 21,5

250
- 267

450 38 385 105
298

7,1 12 18 345 3 12 M 30 33 34,9
273 - 306

300 323,9 - 515 42 450 115 362 8 12 18 410 4 16 M 30 33 49,7

350
355,6 -

580 46 510 125 408 8,8 12 20 465 4 16 M 33 36 68,1
- 368

400
406,4 -

660 50 585 135 462 11 12 20 535 4 16 M 36 39 96,5
- 419

450 457 - 685 50 610 135 500 12,5 12 20 560 4 20 M 36 39 99,7

500 508 - 755 52 670 140 562 14,2 12 20 615 4 20 M 39 42 117

unit:mm

DIN 2635 PN40

Email:sales@metleader.com Tel:+86 13315770315



JIS B2220 FLANGE

Nominal

Bore of

Flange

Outside

Diam. of

Applicable

Pipe

Inside

Diam. of

Flange

Outside

Diam. of

Flange

Sectional Dimensions of Flange Diam. of Bolt

Nominal

Bolt Size

Weight(kg)

t T

Diam.

of Hub
Radius

Raised

Face

Diam. of

Raised face

Diam. of

Bolt Circle

Number

of Bolt

Holes

Hole

Diam. SOP BL SOH

d D a b r f g C h

(10) 17.3 17.8 75 9 - - - - 1 39 55 4 12 M10 0.27 0.3 -
15 21.7 22.2 80 9 - - - - 1 44 60 4 12 M10 0.30 0.4 -
(20) 27.2 27.7 85 10 - - - - 1 49 65 4 12 M10 0.37 0.5 -
25 34.0 34.5 95 10 - - - - 1 59 75 4 12 M10 0.45 0.6 -
(32) 42.7 43.2 115 12 - - - - 2 70 90 4 15 M12 0.78 0.9 -
40 48.6 49.1 120 12 - - - - 2 75 95 4 15 M12 0.83 1.0 -
50 60.5 61.1 130 14 - - - - 2 85 105 4 15 M12 1.07 1.4 -
65 76.3 77.1 155 14 - - - - 2 110 130 4 15 M12 1.49 2.0 -
80 89.1 90.0 180 14 - - - - 2 121 145 4 19 M16 1.99 2.7 -
(90) 101.6 102.6 190 14 - - - - 2 131 155 4 19 M16 2.09 3.0 -
100 114.3 115.4 200 16 - - - - 2 141 165 8 19 M16 2.39 3.7 -
125 139.8 141.2 235 16 - - - - 2 176 200 8 19 M16 3.23 5.2 -
150 165.2 166.6 265 18 - - - - 2 206 230 8 19 M16 4.41 7.5 -
(175) 190.7 192.1 300 18 - - - - 2 232 260 8 23 M20 5.51 9.5 -
200 216.3 218.0 320 20 - - - - 2 252 280 8 23 M20 6.33 12.2 -
(225) 241.8 243.7 345 20 - - - - 2 277 305 12 23 M20 6.64 14.0 -
250 267.4 269.5 385 22 - - - - 2 317 345 12 23 M20 9.45 19.3 -
300 318.5 321.0 430 22 - - - - 3 360 390 12 23 M20 10.3 24.3 -
350 355.6 358.1 480 24 - - - - 3 403 435 16 25 M22 14.0 33.2 -
400 406.4 409.0 540 24 - - - - 3 463 495 16 25 M22 16.9 41.9 -
450 457.2 460.0 605 24 40 495 500 5 3 523 555 16 25 M22 21.6 53.0 24.8
500 508.0 511.0 655 24 40 546 552 5 3 573 605 20 25 M22 23.1 61.9 26.9
550 558.8 562.0 720 26 42 597 603 5 3 630 665 20 27 M24 30.3 81.2 34.1
600 609.6 613.0 770 26 44 648 654 5 3 680 712 20 27 M24 32.7 93.2 37.5
650 660.4 664.0 825 26 48 702 708 5 3 735 770 24 27 M24 35.9 106.9 42.8
700 711.2 715.0 875 26 48 751 758 5 3 785 820 24 27 M24 38.2 120.6 45.4
750 762.0 766.0 945 28 52 802 810 5 3 840 880 24 33 M30 48.7 150.5 57.4
800 812.8 817.0 995 28 52 854 862 5 3 890 930 24 33 M30 51.2 167.4 60.8
(850) 863.6 868.0 1045 28 54 907 912 5 3 940 980 24 33 M30 54.4 185.1 63.5
900 914.4 919.0 1095 30 56 956 964 5 3 990 1030 24 33 M30 61.1 218.1 75.3
1000 1016.0 1021.0 1195 32 60 1058 1066 5 3 1090 1130 28 33 M30 705 277.3 88.5

*(1100) 1117.6 1123.0 1305 32 - - - - 3 1200 1240 28 33 M30 81.7 331.9 -
*1200 1219.2 1225.0 1420 34 - - - - 3 1305 1350 32 33 M30 102 417.8 -
*1350 1371.6 1376.0 1575 34 - - - - 3 1460 1505 32 33 M30 115.9 515.6 -
*1500 1524.0 1529.0 1730 36 - - - - 3 1615 1660 36 33 M30 157.4 659.2 -

unit:mm

Email:sales@metleader.com Tel:+86 13315770315



JIS B2220 FLANGE

Nominal

Bore of

Flange

Outside

Diam. of

Applicable

Pipe

Inside

Diam. of

Flange

Outside

Diam. of

Flange

Sectional Dimensions of Flange Diam. of Bolt

Nominal

Bolt Size

Weight(kg)

t T

Diam.

of Hub
Radius

Raised

Face

Diam. of

Raised

face

Diam. of

Bolt

Circle

Number

of Bolt

Holes

Hole

Diam. SOP BL SOH

d D a b r f g C h

10 17.3 17.8 90 12 - - - - 1 46 65 4 15 M12 0.51 0.53 -
15 21.7 22.2 95 12 - - - - 1 51 70 4 15 M12 0.56 0.60 -
20 27.2 27.7 100 14 - - - - 1 56 75 4 15 M12 0.72 0.79 -
25 34.0 34.5 125 14 - - - - 1 67 90 4 19 M16 1.12 1.22 -
32 42.7 43.2 135 16 - - - - 2 76 100 4 19 M16 1.47 1.66 -
40 48.6 49.1 140 16 - - - - 2 81 105 4 19 M16 1.55 1.79 -
50 60.5 61.1 155 16 - - - - 2 96 120 4 19 M16 1.86 2.23 -
65 76.3 77.1 175 18 - - - - 2 116 140 4 19 M16 2.58 3.24 -
80 89.1 90.0 185 18 - - - - 2 126 150 8 19 M16 2.58 3.48 -
(90) 101.6 102.6 195 18 - - - - 2 136 160 8 19 M16 2.73 3.90 -
100 114.3 115.4 210 18 - - - - 2 151 175 8 19 M16 3.10 4.57 -
125 139.8 141.2 250 20 - - - - 2 182 210 8 23 M20 4.73 7.18 -
150 165.2 166.6 280 22 - - - - 2 212 240 8 23 M20 6.30 10.1 -
(175) 190.7 192.1 305 22 - - - - 2 237 265 12 23 M20 6.75 11.8 -
200 216.3 218.0 330 22 - - - - 2 262 290 12 23 M20 7.46 13.9 -
(225) 241.8 243.7 350 22 - - - - 2 282 310 12 23 M20 7.70 15.8 -
250 267.4 269.5 400 24 36 288 292 6 2 324 355 12 25 M22 11.8 22.6 12.7
300 318.5 321.0 445 24 38 340 346 6 3 368 400 16 25 M20 12.6 27.8 13.8
350 355.6 358.1 490 26 42 380 386 6 3 413 445 16 25 M22 16.3 36.9 18.2
400 406.4 409.0 560 28 44 436 442 6 3 475 510 16 27 M24 23.2 52.1 25.8
450 457.2 460.0 620 30 48 496 502 6 3 530 565 20 27 M24 29.3 68.4 33.4
500 508.0 511.0 675 30 48 548 554 6 3 585 620 20 27 M24 33.3 81.6 38.0
550 558.8 562.0 745 32(34) 52 604 610 6 3 640 680 20 33 M30 42.9 105(112) 49.4
600 609.6 613.0 795 32(36) 52 656 662 6 3 690 730 20 33 M30 45.4 120(134) 52.6
650 660.4 664.0 845 34(38) 56 706 712 6 3 740 780 24 33 M30 51.8 144(161) 60.2
700 711.2 715.0 905 34(40) 58 762 770 6 3 800 840 24 33 M30 59.0 176(196) 70.2
750 762.0 766.0 970 36(44) 62 816 824 6 3 855 900 24 33 M30 72.8 214(248) 86.5
800 812.8 817.0 1020 36(46) 64 868 876 6 3 905 950 28 33 M30 76.0 249(286) 92.0
(850) 863.6 868.0 1070 36(48) 66 920 928 6 3 955 1000 28 33 M30 80.1 (330) 98.7
900 914.4 919.0 1120 38(50) 70 971 979 6 3 1005 1050 28 33 M30 88.9 (377) 110
1000 1016.0 1021.0 1235 40(56) 74 1073 1081 6 3 1110 1160 28 39 M36 109 (512) 133
1100 1117.6 1123.0 1345 42(62) 95 1175 1185 8 3 1220 1270 28 39 M36 131 (675) 175
1200 1219.2 1225.0 1465 44(66) 101 1278 1290 8 3 1325 1380 32 39 M36 163 (854) 215
1350 1371.6 1376.0 1630 48(74) 110 1432 1450 8 3 1480 1540 36 45 M42 204 (1180) 274
1500 1524.0 1529.0 1795 50(82) 123 1585 1605 8 3 1635 1700 40 45 M42 248 (1590) 340

unit:mm

Email:sales@metleader.com Tel:+86 13315770315



JIS B2220 FLANGE

Nominal

Bore of

Flange

Outside

Diam. of

Applicable

Pipe

Inside

Diam. of

Flange

Outside

Diam. of

Flange

Sectional Dimensions of Flange Diam. of Bolt

Nominal

Bolt Size

Weight(kg)

t T

Diam.

of Hub
Radius

Raised

Face

Diam. of

Raised

face

Diam. of

Bolt

Circle

Number

of Bolt

Holes

Hole

Diam. SOP BL SOH

d D a b r f g C h

10 17.3 17.8 90 12 16 26 28 4 1 46 65 4 15 M12 0.52 0.54 0.52
15 21.7 22.2 95 12 16 30 32 4 1 51 70 4 15 M12 0.57 0.61 0.58
20 27.2 27.7 100 14 20 38 42 4 1 56 75 4 15 M12 0.73 0.79 0.75
-25 34.0 34.5 125 14 20 46 50 4 1 67 90 4 19 M16 1.13 1.24 1.16
32 42.7 43.2 135 16 22 56 60 5 2 76 100 4 19 M16 1.48 1.66 1.53
40 48.6 49.1 140 16 24 62 66 5 2 81 105 4 19 M16 1.56 1.81 1.64
50 60.5 61.1 155 16 24 76 80 5 2 96 120 8 19 M16 1.8 2.3 1.83
65 76.3 77.1 175 18 26 94 98 5 2 116 140 8 19 M16 2.5 3.1 2.58
80 89.1 90.0 200 20 28 108 112 6 2 132 160 8 23 M20 3.5 4.5 3.66
(90) 101.6 102.6 210 20 30 120 124 6 2 145 170 8 23 M20 3.7 5.0 3.95
100 114.3 115.4 225 22 34 134 138 6 2 160 185 8 23 M20 4.5 6.3 4.94
125 139.8 141.2 270 22 34 164 170 6 2 195 225 8 25 M22 6.5 9.2 7.0
150 165.2 166.6 305 24 38 196 202 6 2 230 260 12 25 M22 8.7 12.8 962
200 216.3 218.0 350 26 40 244 252 6 2 275 305 12 25 M22 10.9 18.6 12.1
250 267.4 269.5 430 28 44 304 312 6 2 345 380 12 27 M24 18.0 30.6 20.0
300 318.5 321.0 480 30 48 354 364 8 3 395 430 16 27 M24 21.5 40.7 24.4
350 355.6 358.1 540 34 52 398 408 8 3 440 480 16 33 M30x3 30.8 57.8 35.0
400 406.4 409.0 605 38 60 446 456 10 3 495 540 16 33 M30x3 42.8 82.2 46.2
450 457.2 460.0 675 40 64 504 514 10 3 560 605 20 33 M30x3 55.1 107.6 61.9
500 508.0 511.0 730 42 68 558 568 10 3 615 660 20 33 M30x3 65.1 133.1 73.25
550 558.8 562.0 795 44 70 612 622 10 3 670 720 20 39 M36x3 77.9 164.1 88.1
600 609.6 613.0 845 46 74 666 676 10 3 720 770 24 39 M36x3 86.0 193.2 98.8
650 660.4 664.0 895 48 77 704 726 10 5 770 820 24 39 M36x3 96.3 227.5 101.0
700 711.2 715.0 960 50 80 754 776 10 5 820 875 24 42 M39x3 114.1 272.6 120.0
750 762.0 766.0 1020 52 83 806 862 10 5 880 935 24 42 M39x3 132.7 321.9 141.0
800 812.8 817.0 1085 54 86 865 885 10 5 930 990 24 48 M45x3 152.1 375.6 161.0
850 863.6 868.0 1135 56 89 916 936 10 5 980 1040 24 48 M45x3 166.5 428.1 177.0
900 914.4 919.0 1185 58 93 968 986 10 5 1030 1090 28 48 M45x3 178.1 481.8 191.0
1000 1016.0 1021.0 1320 62 99 1070 1098 12 5 1140 1210 28 56 M52x3 235.3 636.0 230.0
1100 1117.6 1123.0 1420 66 105 1180 1200 12 5 1240 1310 32 56 M52x3 267.9 784.0 289.0
1200 1219.2 1225.0 1530 70 112 1282 1302 12 5 1350 1420 32 56 M52x3 321.1 972.4 348.0
1300 1320.8 1326.0 1645 74 - - - - 5 1450 1530 32 62 - 378.6 1185.2 -
1350 1371.6 1377.0 1700 76 - - - - 5 1510 1590 32 62 - 410.0 1303.8 -
1400 1422.4 1428.0 1755 78 - - - - 5 1560 1640 36 62 - 436.0 1422.5 -
1500 1524.0 1529.0 1865 80 - - - - 5 1670 1750 36 62 - 496.4 1656.6 -

unit:mm

Email:sales@metleader.com Tel:+86 13315770315



JIS B2220 FLANGE

Nominal

Bore of

Flange

Outside

Diam. of

Applicable

Pipe

Inside

Diam. of

Flange

Outside

Diam. of

Flange

Sectional Dimensions of Flange Bolt Hole Reference Weight(kg)

t T

Diam.

of Hub

Rad

ius

Raised

Face

Diam. of

Raised

face

d

Diam. of

Bolt

Circle

Number

of Bolt

Holes

Hole

Diam.
Nominal

Bolt Size
S1 m S2 n l SOP BL SOH

do D a b r f g C h

10 17.3 17.8 90 14 20 30 32 4 1 46 - 65 4 15 M12 27 4 27 4 - 0.6 0.6 0.59
15 21.7 22.2 95 14 20 34 36 4 1 51 - 70 4 15 M12 31 4 31 4 - 0.7 0.7 0.65

20 27.2 27.7 100 16 22 40 42 4 1 56 - 75 4 15 M12 37 4 37 4 - 0.8 0.9 0.81

25 34.0 34.5 125 16 24 48 50 4 1 67 - 90 4 19 M16 44 4 44 4.5 - 1.3 1.5 1.29

32 42.7 43.2 135 18 26 56 60 5 2 76 - 100 4 19 M16 52 4 53 5 - 1.6 1.8 1.60

40 48.6 49.1 140 18 26 62 66 5 2 81 - 105 4 19 M16 58 4 59 5.5 - 1.7 2.0 1.69

50 60.5 61.1 155 18 26 76 80 5 2 96 - 120 8 19 M16 70 4 72 5.5 - 1.9 2.4 1.89

65 76.3 77.1 175 20 30 10 10 5 2 116 65.9 140 8 19 M16 94 6 85 6 6 2.6 3.4 2.60

80 89.1 90.0 200 22 34 11 11 6 2 132 78.1 160 8 23 M20 107 6 - - 6 3.8 4.9 3.93

(90) 101.6 102.6 210 24 36 12 13 6 2 145 90.2 170 8 23 M20 120 6 - - 6 4.4 6.0 4.56

100 114.3 115.4 225 24 36 13 14 6 2 160 102.3 185 8 23 M20 132 6 - - 6 4.9 6.9 5.13

125 139.8 141.2 270 26 40 16 17 6 2 195 126.6 225 8 25 M22 160 7 - - 6 7.8 11.0 8.30

150 165.2 166.6 305 28 42 19 20 6 2 230 151.0 260 12 25 M22 186 8 - - 6 10.1 14.9 10.6

200 216.3 218.0 350 30 46 24 25 6 2 275 199.9 305 12 25 M22 237 9 - - 6 12.6 21.4 13.3

250 267.4 269.5 430 34 52 30 31 6 2 345 248.8 380 12 27 M24 290 10 - - 6 21.9 37.2 23.4

300 318.5 321.0 480 36 56 35 36 8 3 395 297.9 430 16 27 M24 345 11 - - 6 25.8 48.8 27.7

350 355.6 358.1 540 40 62 39 40 8 3 440 333.4 480 16 33 M30x3 384 12 - - 6 36.2 68.0 39.2

400 406.4 409.0 605 46 70 44 45 10 3 495 381.0 540 16 33 M30x3 437 13 - - 7 51.7 99.4 54.2

450 457.2 460.0 675 48 78 50 51 10 3 560 431.8 605 20 33 M30x3 490 15 - - 7 66.1 129.1 71.7

500 508.0 511.0 730 50 84 55 56 10 3 615 482.6 660 20 33 M30x3 544 16 - - 7 77.4 158.4 86.2

(550) 558.8 562.0 795 52 90 61 62 10 3 670 533.4 720 20 39 M36x3 595 16 - - 7 92.2 194.0 105.0

600 609.6 613.0 845 54 96 66 67 10 3 720 584.2 770 24 39 M36x3 646 18 - - 7 101.1 226.9 119.0

(650) 660.4 664.0 945 60 - - - - 5 790 - 850 24 48 M45x3 - - - - - 147.6 311.6 -

700 711.2 715.0 995 64 - - - - 5 840 - - - - - - - - - - 168.0 370.9 -

(750) 762.0 766.0 1080 68 - - - - 5 900 - 970 24 56 M52x3 - - - - - 212.7 460.1 -

800 812.8 817.0 1140 72 - - - - 5 960 - 1030 24 56 M52x3 - - - - - 248.5 546.5 -

(850) 863.6 868.0 1200 74 - - - - 5 1020 - 1090 24 56 M52x3 - - - - - 280.5 626.2 -

900 914.4 919.0 1250 76 - - - - 5 1070 - 1140 28 56 M52x3 - - - - - 296.9 694.6 -

unit:mm
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JIS B2220 FLANGE

Nominal

Bore of

Flange

Outside

Diam. of

Applicable

Pipe

Inside

Diam. of

Flange

Outside

Diam. of

Flange

Sectional Dimensions of Flange Bolt Hole Reference Weight(kg)

t T

Diam. of

Hub
Radius

Raised

Face

Diam. of

Raised

face

d

Diam. of

Bolt

Circle

Number

of Bolt

Holes

Hole

Diam.
Nominal

Bolt Size
S1 m S2 n l SOP BL SOH

do D a b r f g C h

10 17.3 17.8 110 16 24 30 34 4 1 52 - 75 4 19 M16 - - - - - 0.9 0.99 1.00

15 21.7 22.2 115 18 26 36 40 5 1 55 - 80 4 19 M16 31 4 40 5 - 1.2 1.23 1.25

20 27.2 27.7 120 18 28 42 46 5 1 60 - 85 4 19 M16 37 5 44 5 - 1.3 1.34 1.38

25 34.0 34.5 130 20 30 50 54 5 1 70 - 95 4 19 M16 44 6 52 5 - 1.7 1.76 1.84

32 42.7 43.2 140 22 32 60 64 6 2 80 - 105 4 19 M16 52 6 60 5 - 2.0 2.15 2.32

40 48.6 49.1 160 22 34 66 70 6 2 90 - 120 4 23 M20 58 6 66 5 - 2.8 2.82 3.00

50 60.5 61.1 165 22 36 80 86 6 2 105 - 130 8 19 M16 70 6.5 78 5 - 2.8 2.89 3.14

65 76.3 77.1 200 26 40 102 106 8 2 130 65.9 160 8 23 M20 96 9.5 94 5 6 4.5 4.70 5.50

80 89.1 90.0 210 28 44 115 121 8 2 140 78.1 170 8 23 M20 109 9.5 - - 6 5.1 5.36 6.63

(90) 101.6 102.6 230 30 46 128 134 8 2 150 90.2 185 8 25 M22 122 9.5 - - 6 6.8 6.85 8.55

100 114.3 115.4 240 32 48 141 147 8 2 160 102.3 195 8 25 M22 135 9.5 - - 6 7.8 7.89 10.0

125 139.8 141.2 275 36 54 166 172 8 2 195 126.6 230 8 25 M22 160 9.5 - - 6 11.4 11.4 15.3

150 165.2 166.6 325 38 58 196 204 8 2 235 151.0 275 12 27 M24 186 9.5 - - 6 16.3 16.7 22.2

200 216.3 218.0 370 42 64 548 256 8 2 280 199.9 320 12 27 M24 237 9.5 - - 6 20.1 20.6 32.6

250 267.4 269.5 450 48 72 306 314 10 2 345 248.8 390 12 33 M30x3 290 10 - - 6 35.0 36.1 55.2

300 318.5 321.0 515 52 78 360 370 10 3 405 297.9 450 16 33 M30x3 345 12 - - 6 47.0 49.9 77.9

350 355.6 358.1 560 54 84 402 412 12 3 450 333.4 495 16 33 M30x3 383 13 - - 6 56.6 61.2 96.9

400 406.4 409.0 630 60 90 456 468 15 3 510 381.0 560 16 39 M36x3 435 14 - - 7 76.9 85.2 136

unit:mm
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